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PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
8-PEG MOBILE LEADED APRON RACK

SPECIFICATION 

SIZE: 28” W x 28” L x 6” D

WEIGHT: 384 oz 

LEAD APRON CAPACITY: 8

MATERIAL: Aluminum

COLOR: White

FEATURES: Mobile, 5-Leg Caster Base, Solid, Stable

The 8-Peg Mobile Leaded Apron Rack is an apron hanger that stores and transports up to 8 lead aprons. This 
Phillips Safety product is a solid aluminum rack that offers sturdiness and stability. Featuring a caster-equipped 
base with 5 legs, it can be quickly moved out of the way when space is at a premium.
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PRODUCT INFORMATION
MOBILE MULTIPLE APRON HANGER WITH 10 SWING 

SPECIFICATION 

SIZE: 20” W x 49.5” H x 24” D

WEIGHT: 60 lb 

LEAD APRON CAPACITY: 10

MATERIAL: Aluminum

COLOR: White

FEATURES: Mobile, Stable, Sturdy Base, 

Arms Extend a maximum of 22.5” in depth

The Mobile Multiple Apron Hanger with 10 Swing Arms is an apron rack that can safely hold up to 10 lead aprons. 
Made of solid steel construction and featuring a generous, sturdy base which is counter weighted for the utmost 
in stability, it is virtually untippable. Designed to organize departments with an uncluttered look that can be 
permanently installed, this Phillips Safety apron hanger has pivoting arms that fold flat against the wall. Its mobile 
pedestal system allows it to easily move between radiation departments, labs, operation rooms, and more. The 
overall dimensions for this Mobile Multiple Apron Hanger are 24″ D x 20″ W x 49.5″ H, and the arms extend to a 
maximum of 22.5″ in depth. Plus, it weighs approximately 60 lbs.
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PRODUCT INFORMATION
MOBILE RADIATION APRON VALET RACK 

SPECIFICATION 

SIZE: 36” W x 58” H x 24” D | 48” W x 58” H x 24” D

WEIGHT: 60 lb 

LEAD APRON CAPACITY: 10

MATERIAL: Steel

COLOR: Light Grey

FEATURES: Mobile, Stable, Pedestal System 

Arms Extend a maximum of 22.5” in depth

The Mobile Radiation Apron Valet Rack is a lead apron rack with five end-flared closed hangers. This Phillips 
Safety rack is solid steel and finished with a light grey powder coating. Equipped with heavy-duty locking casters, 
it is incredibly mobile, allowing aprons, thyroid shields, etc., to be transported easily between workstations.

The Mobile Radiation Apron Valet Rack can hold up to 300 lbs and is available in two overall sizes: one with 36″ 
W x 58″ H x 24″ D and another with 48″ W x 58″ H x 24″ D. Additional open and closed hangers are available for 
sale separately. Closed hangers are easy to install: remove one of the bolts on either end of the bar, slide the bar 
out, add hangers, and reassemble. This radiation apron rack has a 1-year warranty against manufacturing 
defects.
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PRODUCT INFORMATION
CIRCLE L&R X-RAY MARKERS

SPECIFICATION 

SIZE: 1.625” Diameter | 0.5” letter height

WEIGHT: 8 oz

SHAPE: Circle

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use

The Circle L&R X-Ray Markers are high-quality radiographic film identification markers to mark X-Ray films. With 
a circular shape, they feature color coded L&R lead letters to indicate left and right, with L being blue and R red. 
The letters are completely embedded in crystal clear epoxy. Note that the diameter of the circle is 1.625″ and the 
letter height is 0.5″.
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PRODUCT INFORMATION
HEART SHAPED L&R X-RAY MARKERS

SPECIFICATION 

SIZE: 1.625”| 0.5” letter height

WEIGHT: 8 oz

SHAPE: Heart

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use

The Heart-Shaped L&R X-Ray Markers are high-quality radiographic film identification markers to mark X-Ray 
films. With a heart shape, they feature color coded L&R lead letters to indicate left and right, with L being blue 
and R red. The letters are completely embedded in crystal clear epoxy.
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PRODUCT INFORMATION
L&R X-RAY MARKERS WITH ARROW

SPECIFICATION 

SIZE: 1.625”| 0.5” letter height

WEIGHT: 8 oz

SHAPE: Rectangle

MATERIAL: Epoxy

COLOR: R - Red | L - Blue

FEATURES: High-quality, Easy use

The L&R X-Ray Markers with Arrow are high-quality radiographic film identification markers to mark X-Ray films. 
With a rectangular horizontal shape, they feature color coded lead letters to indicate left and right, with L being 
blue and R red. In addition, they have lead arrows on both sides. Both the letters and the arrows are completely 
embedded in crystal clear epoxy.
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PRODUCT INFORMATION
STANDING MOBILE SHIELD

SPECIFICATION 

SIZE: 48” H x 21.5” W x 16” D

WEIGHT: 122 lb

Protection Level: 2.0mm Pb LE

MATERIAL: 2.0mm thick lead sheets | Steel

FEATURES: H-Base for easy access, Mobile, Locking caster,

Grip handle on back of shield for easy mobility

The Standing Mobile Shield is a radiation protective barrier with 2.0mm PbEq sheets between steel plates for 
optimum protection. With a compact design and opaque steel sides, this lead shield features an H-base which 
allows for easy access to procedure floor control pedals. Made of an easy-to-clean material, it also has a grip 
handle on the back of the shield for easy mobility. In addition, the Phillips Safety Standing Mobile Shield features 
a locking caster system. This standing mobile shield’s overall measurements are 48" H x 21.5" W x 16" D, 
weighing 122 lbs.
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PRODUCT INFORMATION
PVC HEAVY DUTY MOBILE SHIELD

SPECIFICATION 

SIZE: 36”-58” H x 29” W x 19.5” D

WEIGHT: 46 oz

Protection Level: 0.5 mm Pb LE shield,

95.83% at 100 kV

MATERIAL: PVC

FEATURES: Adjustable shield height, 4-Caster base,

Open base design 

The PVC Heavy Duty Mobile Shield is a durable lead shield with 0.5mm PbEq that offers an open base design to 
prevent tripping and promote safety. Made of one-inch thick high-quality PVC, this adjustable barrier is mobile 
and features swivel casters. The height of the barrier can be adjusted with tightening knobs: the top of the shield 
is 58” high at the maximum and 36” when lowered. In addition, this Phillips Safety lead shield measures 24” x 24” 
and features a heavy duty 4-caster base. The shield is attached to the top rod with five snap-buttons, and the rod 
is then slid into place on the base. This product contains no ferrous metals.
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PRODUCT INFORMATION
DELUXE MOBILE LEAD SHIELD WITH T-BASE

SPECIFICATION 

SIZE SHIELD: 24” H x 30” W

WEIGHT: 29 oz

Protection Level: 0.5 mm Pb LE | 1.0mm Pb LE

MATERIAL: Steel T-Base

FEATURES: Adjustable shield height 8” to 60”

The Deluxe Mobile Lead Shield with T-Base is an accommodating radiation shielding for both children and adults. 
Made of durable Nylon fabric, it is available with 0.5mm PbEq protection and 1.0mm PbEq protection. This 
Phillips Safety lead shield is excellent for patient and staff protection during imaging procedures, due to its 
Posi-Lock height adjustable arm with spring-loaded pin that adjusts from 8” to 60”. Plus, due to its all steel 
T-Base, it provides excellent stability and confidence in no-tipping due to its and allows for easy positioning 
around equipment and wall stands. The Deluxe Mobile Lead Shield measures 24″ W x 30” H.
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PRODUCT INFORMATION
UNIVERSAL RADIATION PROTECTIVE SIDE SHIELDS

SPECIFICATION 

SIZE: 2” H x 3.75” W

WEIGHT: 50g - pair

Protection Level: 0.25 mm Pb LE

MATERIAL: Leaded vynil

FEATURES: Easily added to any eyewear, optimum hygiene

The Universal Radiation Protective Side Shields by Phillips Safety are an innovative lateral eye radiation 
protection. They are made with our nylon covered leaded vinyl and provide optimum hygiene properties. These 
leaded side shields can be easily added to any eyewear and replaced when necessary. They have a Lead 
Equivalency of 0.25mm Pb. In addition, the Universal Radiation Protective Side Shields are available in 3 colors: 
black, purple, and blue.
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PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 12" X 24" WINDOW

SPECIFICATION 

SIZE: 74” H x 52 ½” W x 25” D

Protection Level: 2.00 mm Pb LE

MATERIAL: Metal

FEATURES: Steel legs and rolling casters

The Mobile Leaded Barrier with 12" x 24" Window is a portable, full-body radiation barrier. Designed for shielding 
nuclear medicine personnel from patient emitted radiation, this lead barrier is manufactured in-house with the 
highest-quality materials and craftsmanship. It provides a barrier of 2.0mm lead equivalence, and features a lead 
glass window of 12” (h) x 24” (w) as a viewing pannel. In addition, the Phillips Safety Mobile Leaded Barrier has 
steel legs with heavy duty smooth rolling casters. With an overall size of 74” (h) x 52 ½” (w) x 25” (d), it is 
recommended that two people move the barrier together at all times.
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PRODUCT INFORMATION
SQUARE ARM OVERHEAD LEAD ACRYLIC MOBILE BARRIER WITH TORSO CUTOUT

SPECIFICATION 

WINDOW SIZE: 32” x 24”

Protection Level: 0.50 mm Pb LE

MATERIAL: Metal

FEATURES: Four grade casters with brakes

The Square Arm Overhead Lead Acrylic Mobile Barrier With Torso Cutout is a radiation barrier shield with 45 
degrees of rotation. Its torso cut-out helps fit most patients and, thanks to its offset design, it can be easily placed 
anywhere around the patient to provide protection during examination. Featuring a lead acrylic window of 
0.50mm Pb equivalence protection, this barrier shield meets industry standards for medical x-ray protection. It 
also features four hospital grade casters with brakes, to provide better mobility. In addition, its square arm is 
constructed from powder coated alloy, which makes it resistant to corrosion.
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PRODUCT INFORMATION
SQUARE ARM OVERHEAD LEAD ACRYLIC MOBILE BARRIER WITH LEAD CURTAIN

SPECIFICATION 

WINDOW SIZE: 24” x 16”

Protection Level: 0.50 mm Pb LE

MATERIAL: Metal

FEATURES: Four grade casters with brakes

The Square Arm Overhead Lead Acrylic Mobile Barrier with Lead Curtain is a radiation barrier shield with 45 
degrees of rotation. It can be easily placed anywhere around the patient to provide protection during examination, 
thanks to its offset design. Featuring a lead acrylic window of 0.50mm Pb equivalence protection, this barrier 
shield meets industry standards for medical x-ray protection. It also features four hospital grade casters with 
brakes, to provide better mobility. In addition, its square arm is constructed from powder coated alloy, which 
makes it resistant to corrosion.
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PRODUCT INFORMATION
ROUND ARM OVERHEAD LEAD ACRYLIC MOBILE BARRIER WITH TORSO CUTOUT

SPECIFICATION 

WINDOW SIZE: 32” x 24”

Protection Level: 0.50 mm Pb LE

MATERIAL: Metal

FEATURES: Four grade casters with brakes

The Round Arm Overhead Lead Acrylic Mobile Barrier With Torso Cutout is a radiation barrier shield with 45 
degrees of rotation. Thanks to its offset design, it can be easily placed anywhere around the patient to provide 
protection during examination, and its torso cut-out helps fit most patients. Featuring a lead acrylic window of 
0.50mm Pb equivalence protection, this barrier shield meets industry standards for medical x-ray protection. It 
also features four hospital grade casters with brakes, to provide better mobility. In addition, its round arm is 
constructed from powder coated alloy, which makes it resistant to corrosion.
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PRODUCT INFORMATION
ROUND ARM OVERHEAD LEAD ACRYLIC MOBILE BARRIER WITH LEAD CURTAIN

SPECIFICATION 

WINDOW SIZE: 24” x 16”

Lead Curtain Size: 24” x 14”

Protection Level: 0.50 mm Pb LE

MATERIAL: Metal

FEATURES: Four grade casters with brakes

The Round Arm Overhead Lead Acrylic Mobile Barrier with Lead Curtain is a radiation barrier shield with 45 
degrees of rotation. Thanks to its offset design, it can be easily placed anywhere around the patient to provide 
protection during examination. Featuring a lead acrylic window of 0.50mm Pb equivalence protection, this barrier 
shield meets industry standards for medical x-ray protection. It also features four hospital grade casters with 
brakes, to provide better mobility. In addition, its round arm is constructed from powder coated alloy, which makes 
it resistant to corrosion.
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PRODUCT INFORMATION
CEILING MOUNTED OVERHEAD LEAD ACRYLIC BARRIER WITH LEAD CURTAIN AND LIGHT

SPECIFICATION 

WINDOW SIZE: 24” x 16”

Lead Curtain Size: 24” x 14”

Protection Level: 0.50 mm Pb LE

MATERIAL: Metal

FEATURES: Light on the second suspension

The Ceiling Mounted Overhead Lead Acrylic Barrier With Lead Curtain and Light is a stable radiation barrier shield with 360 
degrees of rotation which fits into exam rooms of any size. Able to be mounted above the exam space, this lightweight shield 
has significant reach and can be easily brought into position to provide exacting protection to your patients. The PTO-005 
comes with a light on the second suspension arm to enable easier examination, and is fitted with a 24″ x 14″ lead curtain with 
0.50mm PbEq protection, for ease of positioning on any number of body types and positions. It also features a stabilized 
suspension arm constructed from quality powder coated alloy, which makes it resistant to corrosion. In addition, the Ceiling 
Mounted Overhead Lead Acrylic Barrier With Lead Curtain and Light features a lead acrylic window measuring 24″ x 16″ with 
0.50mm PbEq protection.
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PRODUCT INFORMATION
CEILING MOUNTED OVERHEAD LEAD ACRYLIC BARRIER WITH TORSO CUTOUT

SPECIFICATION 

WINDOW SIZE: 32” x 24”

Protection Level: 0.50 mm Pb LE

MATERIAL: Metal

FEATURES: Torso cut-out

The Ceiling Mounted Overhead Lead Acrylic Barrier With Torso Cutout is a stable radiation barrier shield with 360 
degrees of rotation which fits into exam rooms of any size. Able to be mounted above the exam space, this 
lightweight shield has significant reach and can be easily brought into position to provide protection to your 
patients. The PTO-006 has a torso cut-out to help fit most patients and a stabilized suspension arm constructed 
from quality powder coated alloy, which makes it resistant to corrosion. In addition, the Ceiling Mounted 
Overhead Lead Acrylic Barrier With Torso Cutout features a lead acrylic window measuring 32″ x 24″ with 0.50mm 
PbEq protection. This shield weights 9kg and the complete barrier weights 80kg.
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PRODUCT INFORMATION
CEILING MOUNTED LEAD ACRYLIC BARRIER WITH LEAD CURTAIN

SPECIFICATION 

WINDOW SIZE: 24” x 16”

Lead Curtain Size: 24” x 14”

Protection Level: 0.50 mm Pb LE

MATERIAL: Metal

FEATURES: 360 degrees of rotation

The Ceiling Mounted Lead Acrylic Barrier with Lead Curtain is a stable radiation barrier shield with 360 degrees 
of rotation which fits into exam rooms of any size. Able to be mounted above the exam space, this lightweight 
shield has significant reach and can be easily brought into position to provide protection to your patients. The 
PTO-007 has a stabilized suspension arm constructed from quality powder coated alloy, which makes it resistant 
to corrosion. It is also fitted with a 24″ x 14″ lead curtain with 0.50mm PbEq protection, for ease of positioning on 
any number of body types and positions. In addition, the Ceiling Mounted Lead Acrylic Barrier with Lead Curtain 
features a lead acrylic window measuring 24″ x 16″ with 0.50mm PbEq protection.
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PRODUCT INFORMATION
CEILING MOUNTED OVERHEAD LEAD ACRYLIC BARRIER WITH TORSO CUTOUT AND LIGHT

SPECIFICATION 

WINDOW SIZE: 32” x 24”

Protection Level: 0.50 mm Pb LE

MATERIAL: Metal

FEATURES: 360 degrees of rotation, torso cut-out,

and light on the second suspension

The Ceiling Mounted Overhead Lead Acrylic Barrier With Torso Cutout and Light is a stable radiation barrier 
shield with 360 degrees of rotation which fits into exam rooms of any size. Able to be mounted above the exam 
space, this lightweight shield has significant reach and can be easily brought into position to provide exacting 
protection to your patients. The PTO-008 comes with a light on the second suspension arm to enable easier 
examination, and has a torso cut-out to help fit most patients. It also features a stabilized suspension arm 
constructed from quality powder coated alloy, which makes it resistant to corrosion. In addition, the Ceiling 
Mounted Overhead Lead Acrylic Barrier With Torso Cutout and Light features a lead acrylic window measuring 
32″ (h) x 24″ (w) with 0.50mm PbEq protection.

Lorem ipsum
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PRODUCT INFORMATION
LEAD TABLE SHIELD 36”  X 36”

SPECIFICATION 

TABLE SHIELD SIZE: 36” x 36”

Protection Level: 0.50 mm Pb LE

MATERIAL: Lead

FEATURES: Pleated “Pass Through” design

The Lead Table Shield 36″ x 36″ is an adjustable table shield designed to substantially reduce exposure to scatter 
radiation emanating from a patient's body. This table shield measures 36″ x 36″ and pivots a full 180 degrees, 
adjusting to any angle you desire. Plus, it features a pleated “Pass Through” design to help facilitate any rotation 
of the C-ARM. The lead table shield attaches to the operating room table by inserting the stainless steel 5/8″ rod 
into a standard side rail Clark socket. Please note that the Clark socket is not included. The Phillips Safety Lead 
Table Shield has 0.50mm lead equivalence and comes with a 1-year warranty on metal parts and a 90-day 
warranty on the lead shield.
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PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 24" X 36" WINDOW

SPECIFICATION 

LEADED BARRIER SIZE: 64” x 39”

Viewing Panel Size: 24” x 36”

Protection Level: 2.00 mm Pb LE

MATERIAL: Metal

FEATURES: Viewing panel and locking caster system

The Mobile Leaded Barrier with 24” x 36” Window is a portable, full-body radiation barrier. Also known as Shorty, 
this lead barrier is specifically designed with a short and wide frame for shielding nuclear medicine personnel 
from patient emitted radiation. It provides a barrier of 2.0mm lead equivalence steel, and features a large 24” (h) 
x 36” (w) viewing panel with 2.0mm lead equivalency glass and 0.5mm lead equivalence acrylic. In addition, the 
Phillips Safety Mobile Leaded Barrier has steel legs with heavy duty casters and a locking caster system for ease 
of mobility. With an overall size of 64” (h) x 39” (w), it is recommended that two people move the barrier together 
at all times.
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PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 36” X 72” WINDOW

SPECIFICATION 

LEADED BARRIER SIZE: 75” x 75.5”

VIEWING PANEL SIZE: 36” x 72”

PROTECTION LEVEL : 2.00 mm Pb LE

MATERIAL: Steel

WINDOW MATERIAL: Schott glass or Acrylic

FEATURES: Viewing panel, heavy duty casters,

and locking caser system

The Mobile Leaded Barrier with 36” x 72” Window is a portable full-body radiation barrier with 2.0mm PbEq steel 
designed to protect against secondary radiation. It has a 36” (h) x 72” (w) window as a viewing panel, which can 
be chosen in two different materials: a 2.0mm lead equivalent high quality Schott leaded glass or a 0.5mm lead 
equivalent leaded acrylic. This Phillips Safety radiation barrier travels easily on its four steel legs with heavy duty 
casters, featuring a locking caster system for ease of mobility. With an overall size of 75” x 75.5”, it is 
recommended that two people move the barrier together at all times.
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PRODUCT INFORMATION
MRI-SAFE MOBILE LEADED ALUMINUM BARRIER WITH 36” X 48” WINDOW

SPECIFICATION 

LEADED BARRIER SIZE: 75” x 52.5”

VIEWING PANEL SIZE: 36” x 48”

PROTECTION LEVEL : 2.00 mm Pb LE

MATERIAL: Aluminum

WINDOW MATERIAL: Schott glass or Acrylic

FEATURES: Viewing panel and four-caster locking base

The MRI-Safe Mobile Leaded Aluminum Barrier with 36" x 48" Window is a portable full-body radiation barrier 
designed to protect against secondary radiation. This Phillips Safety barrier features 2.0mm lead equivalent 
opaque panels of solid, leaded x-ray protection with contoured sides and is safe to be used in Magnetic 
Resonance Imaging procedures. It has a 30” x 48” window panel which can be chosen in two different materials: 
a 2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded acrylic. With an 
overall size of 75” x 52.5”, it travels easily on its four-caster locking base steel legs. Please note it is 
recommended that two people move the barrier together at all times.
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PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 36" X 48" WINDOW

SPECIFICATION 

LEADED BARRIER SIZE: 75” x 52.5”

VIEWING PANEL SIZE: 36” x 48”

PROTECTION LEVEL : 2.00 mm Pb LE

MATERIAL: Metal

WINDOW MATERIAL: Schott glass or Acrylic

FEATURES: Viewing panel and four-caster locking base

The Mobile Leaded Barrier with 36" x 48" Window is a portable, full-body radiation barrier designed to protect 
against secondary radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray protection 
with contoured sides. Its large 36" (h) x 48" (w) window is a viewing panel which can be chosen in two different 
materials: a 2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded acrylic. 
With an overall size of 75” x 52.5”, this Phillips Safety leaded barrier travels easily on its four-caster locking base 
steel legs. Please note it is recommended that two people move the barrier together at all times.
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PRODUCT INFORMATION
INTERVENTIONAL X-RAY BARRIER

SPECIFICATION 

LEADED BARRIER SIZE: 80 cm W x 60 cm H

PROTECTION LEVEL : 0.5mm PbEq

MATERIAL: Metal

FEATURES: Locking casters, 360-degree vertical rotation

The Interventional X-Ray Barrier is a radiation barrier with 0.5mm PbEq that allows you to work comfortably in a 
variety of positions, while standing or sitting. This mobile radiation barrier moves easily and may be locked in 
position with its locking casters, also allowing for vertical rotation of 360 degrees. This Phillips Safety radiation 
barrier features a combination of a flexible 14-inch-wide lead rubber shield that covers your feet and lower body 
and a flexible Velcro attached. The lead acrylic barrier measures 80 cm W x 60 cm H and the lower lead rubber 
shield measures 65 cm W x 89 cm H.
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PRODUCT INFORMATION
COLLAPSIBLE MOBILE LEADED BARRIER WITH 24" X 24" WINDOW

SPECIFICATION 

LEADED BARRIER SIZE: 80 cm W x 60 cm H

PROTECTION LEVEL : 0.5mm PbEq

WINDOW PROTECTION LEVEL: 2.0mm PbEq

MATERIAL: Metal

FEATURES: Lead window, four casters, two brakes

The Collapsible Mobile Leaded Barrier with 24″ x 24″ Window is a portable full-body radiation barrier for 
protection against secondary radiation. It travels easily on four casters, two with brakes, and features a screen 
that can be easily raised and lowered by hand. This Phillips Safety radiation barrier has a 0.50mm lead equivalent 
lightweight leaded acrylic window and a 2.0mm lead equivalent steel and lead frame.
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PRODUCT INFORMATION
LEAD-LINED STORAGE SAFE

SPECIFICATION 

LEAD SHIELDING: 2.0 in.

WEIGHT: 1,050 lbs.

EXTERNAL DIMENSIONS: 17.6” x 17” x 19”

MATERIAL: Stainless steel

FEATURES: Lockable, adjustable shelf,

designed for moving with a pallet jack

The Lead-Lined Storage Safe is an ideal storage for large quantities of radioisotopes. It has two inches of lead 
shielding and designed for moving with a pallet jack. This Phillips Safety Storage Safe is also lockable and 
features an adjustable shelf. In addition, it is custom designs available.
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PRODUCT INFORMATION
LEAD SHEETING 1/8”  THICKNESS

SPECIFICATION 

THICKNESS: 1/8”

SIZES: 12” x 12”, 12” x 24”, 24” x 24”, 24” x 36”,

24” x 48”, 36” x 48”, 48” x 48”, and 48” x 96”.

MATERIAL: Lead

USES: radiation shielding, sealing, corrosion resistance,

gasketing, noise reduction, fire arm ammunition, etc.

The Lead Sheeting 1/8″ Thickness is a multi-purpose product that covers uses such as crafting fishing weights, fire arm ammunition, and 

other artistic creations. Other uses for lead sheeting include radiation shielding, packing and sealing material, gasketing, ballasts and 

corrosion resistance lining. Plus, lead sheets are an useful option for building acoustic control systems. That is because they are an effective 

and efficient barrier when used alone or fastened to the wall. They can also be adhesively bonded to gypsum board or plywood. Acoustical 

lead sheets have been developed to improve noise reduction in various environments. This includes hospitals, schools, office buildings, 

industrial plants, apartment buildings, and other multi-family buildings. In addition, the Lead Sheeting 1/8″ Thickness can be used to line 

tanks and containers to prevent corrosion. Moreover, it is available in eight different size variations: 12″ x 12″, 12″ x 24″, 24″ x 24″, 24″ x 36″, 

24″ x 48″, 36″ x 48″, 48″ x 48″, and 48″ x 96″.
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PRODUCT INFORMATION
LEAD SHEETING 1/16”  THICKNESS

SPECIFICATION 

THICKNESS: 1/16”

SIZES: 12” x 12”, 12” x 24”, 24” x 24”, 24” x 36”,

24” x 48”, 36” x 48”, 48” x 48”, and 48” x 96”.

MATERIAL: Lead

USES: radiation shielding, sealing, corrosion resistance,

gasketing, noise reduction, fire arm ammunition, etc.

The Lead Sheeting 1/16″ Thickness is a multi-purpose product that covers uses such as crafting fishing weights, fire arm ammunition, and 

other artistic creations. Other uses for lead sheeting include radiation shielding, packing and sealing material, gasketing, ballasts and 

corrosion resistance lining. Plus, lead sheets are an useful option for building acoustic control systems. That is because they are an effective 

and efficient barrier when used alone or fastened to the wall. They can also be adhesively bonded to gypsum board or plywood. Acoustical 

lead sheets have been developed to improve noise reduction in various environments. This includes hospitals, schools, office buildings, 

industrial plants, apartment buildings, and other multi-family buildings. In addition, the Lead Sheeting 1/16″ Thickness can be used to line 

tanks and containers to prevent corrosion. Moreover, it is available in eight different size variations: 12″ x 12″, 12″ x 24″, 24″ x 24″, 24″ x 36″, 

24″ x 48″, 36″ x 48″, 48″ x 48″, and 48″ x 96″.
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PRODUCT INFORMATION
LEAD SHEETING 1/32”  THICKNESS

SPECIFICATION 

THICKNESS: 1/32”

SIZES: 12” x 12”, 12” x 24”, 24” x 24”, 24” x 36”,

24” x 48”, 36” x 48”, 48” x 48”, and 48” x 96”.

MATERIAL: Lead

USES: radiation shielding, sealing, corrosion resistance,

gasketing, noise reduction, fire arm ammunition, etc.

The Lead Sheeting 1/32″ Thickness is a multi-purpose product that covers uses such as crafting fishing weights, fire arm ammunition, and 

other artistic creations. Other uses for lead sheeting include radiation shielding, packing and sealing material, gasketing, ballasts and 

corrosion resistance lining. Plus, lead sheets are an useful option for building acoustic control systems. That is because they are an effective 

and efficient barrier when used alone or fastened to the wall. They can also be adhesively bonded to gypsum board or plywood. Acoustical 

lead sheets have been developed to improve noise reduction in various environments. This includes hospitals, schools, office buildings, 

industrial plants, apartment buildings, and other multi-family buildings. In addition, the Lead Sheeting 1/16″ Thickness can be used to line 

tanks and containers to prevent corrosion. Moreover, it is available in eight different size variations: 12″ x 12″, 12″ x 24″, 24″ x 24″, 24″ x 36″, 

24″ x 48″, 36″ x 48″, 48″ x 48″, and 48″ x 96″.
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PRODUCT INFORMATION
LEAD SHEETING 1/64”  THICKNESS

SPECIFICATION 

THICKNESS: 1/64”

SIZES: 12” x 12”, 12” x 24”, 24” x 24”, 24” x 36”,

24” x 48”, 36” x 48”, 48” x 48”, and 48” x 96”.

MATERIAL: Lead

USES: radiation shielding, sealing, corrosion resistance,

gasketing, noise reduction, fire arm ammunition, etc.

The Lead Sheeting 1/64″ Thickness is a multi-purpose product that covers uses such as crafting fishing weights, fire arm ammunition, and 

other artistic creations. Other uses for lead sheeting include radiation shielding, packing and sealing material, gasketing, ballasts and 

corrosion resistance lining. Plus, lead sheets are an useful option for building acoustic control systems. That is because they are an effective 

and efficient barrier when used alone or fastened to the wall. They can also be adhesively bonded to gypsum board or plywood. Acoustical 

lead sheets have been developed to improve noise reduction in various environments. This includes hospitals, schools, office buildings, 

industrial plants, apartment buildings, and other multi-family buildings. In addition, the Lead Sheeting 1/16″ Thickness can be used to line 

tanks and containers to prevent corrosion. Moreover, it is available in eight different size variations: 12″ x 12″, 12″ x 24″, 24″ x 24″, 24″ x 36″, 

24″ x 48″, 36″ x 48″, 48″ x 48″, and 48″ x 96″.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
LEAD SHEETING 3/32”  THICKNESS

SPECIFICATION 

THICKNESS: 3/32”

SIZES: 12” x 12”, 12” x 24”, 24” x 24”, 24” x 36”,

24” x 48”, 36” x 48”, 48” x 48”, and 48” x 96”.

MATERIAL: Lead

USES: radiation shielding, sealing, corrosion resistance,

gasketing, noise reduction, fire arm ammunition, etc.

The Lead Sheeting 3/32″ Thickness is a multi-purpose product that covers uses such as crafting fishing weights, fire arm ammunition, and 

other artistic creations. Other uses for lead sheeting include radiation shielding, packing and sealing material, gasketing, ballasts and 

corrosion resistance lining. Plus, lead sheets are an useful option for building acoustic control systems. That is because they are an effective 

and efficient barrier when used alone or fastened to the wall. They can also be adhesively bonded to gypsum board or plywood. Acoustical 

lead sheets have been developed to improve noise reduction in various environments. This includes hospitals, schools, office buildings, 

industrial plants, apartment buildings, and other multi-family buildings. In addition, the Lead Sheeting 1/16″ Thickness can be used to line 

tanks and containers to prevent corrosion. Moreover, it is available in eight different size variations: 12″ x 12″, 12″ x 24″, 24″ x 24″, 24″ x 36″, 

24″ x 48″, 36″ x 48″, 48″ x 48″, and 48″ x 96″.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

WINDOW: 2.0MM LEAD EQUIVALENCE GLASS

BARRIER: 2.0MM LEAD EQUIVALENCE STEEL

OVERALL SIZE: 75” H X 75.5” W

MATERIAL: Lead Sheets, Metal Base.

FEATURES: Steel Legs with Heavy Duty Casters, 

Full-Body Barrier, Large Viewing Panel.

The Mobile Lead Porta-Shields provides a convenient and effective way to protect personnel or patients agains radiation. It sits on a heavy 

duty, five-caster base, which offers a sturdy, 24-inch diameter, ensuring smooth and stable transportation around the room. An adjustable 

telescoping hole allows the shield height to be set by the user and can be as low as 36 inches or as high as 56 inches. The shield's 0.5 mm 

lead equivalency meets industry standards for medical x-ray protection.

PRODUCT INFORMATION
MOBILE LEAD PORTA SHIELD |  LB-MB2424, LB-MB2436, LB-MB2448 

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
MRI-SAFE MOBILE LEADED ALUMINUM BARRIER WITH 30” X 60” WINDOW

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
MRI-SAFE MOBILE LEADED ALUMINUM BARRIER WITH 30” X 60” WINDOW

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

LEADED BARRIER SIZE: 33.5” W x 75’’ H

WINDOW PANEL SIZE: 30’’ x 60’’

PROTECTION LEVEL: 2.00mm Pb LE

MATERIAL: Aluminum

WINDOW MATERIAL: Schott glass or Acrylic

FEATURES: Four-Caster locking base, full-body barrier, and 

Large Viewing Panel.

The MRI-Safe Mobile Leaded Aluminum Barrier with 30" x 60" Window is a full-body radiation barrier designed to protect against secondary 

radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray protection with contoured sides and is safe to be used in 

Magnetic Resonance Imaging procedures. Its tall 30” W x 60” H window is a viewing panel which can be chosen in two different materials: a 

2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded acrylic. With an overall size of 33.5” W x 75” H, 

this Phillips Safety leaded barrier travels easily on its four-caster locking base steel legs. Please note it is recommended that two people 

move the barrier together at all times.

PRODUCT INFORMATION
MRI-SAFE MOBILE LEADED ALUMINUM BARRIER WITH 30” X 60” WINDOW

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
MRI-SAFE MOBILE LEADED ALUMINUM BARRIER WITH 30” X 60” WINDOW

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

LEADED BARRIER SIZE: 33.5” W x 75’’ H

WINDOW PANEL SIZE: 30’’ x 60’’

PROTECTION LEVEL: 2.00mm Pb LE

MATERIAL: Aluminum

WINDOW MATERIAL: Schott glass or Acrylic

FEATURES: Four-Caster locking base, full-body barrier, and 

Large Viewing Panel.

The MRI-Safe Mobile Leaded Aluminum Barrier with 30" x 60" Window is a full-body radiation barrier designed to protect against secondary 

radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray protection with contoured sides and is safe to be used in 

Magnetic Resonance Imaging procedures. Its tall 30” W x 60” H window is a viewing panel which can be chosen in two different materials: a 

2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded acrylic. With an overall size of 33.5” W x 75” H, 

this Phillips Safety leaded barrier travels easily on its four-caster locking base steel legs. Please note it is recommended that two people 

move the barrier together at all times.

PRODUCT INFORMATION
MRI-SAFE MOBILE LEADED ALUMINUM BARRIER WITH 30” X 60” WINDOW

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

LEADED BARRIER SIZE: 33.5” W x 75’’ H

WINDOW PANEL SIZE: 30’’ x 60’’

PROTECTION LEVEL: 2.00mm Pb LE

MATERIAL: Aluminum

WINDOW MATERIAL: Schott glass or Acrylic

FEATURES: Four-Caster locking base, full-body barrier, and 

Large Viewing Panel.

The MRI-Safe Mobile Leaded Aluminum Barrier with 30" x 60" Window is a full-body radiation barrier designed to protect against secondary 

radiation. It features 2.0mm lead equivalent opaque panels of solid, leaded x-ray protection with contoured sides and is safe to be used in 

Magnetic Resonance Imaging procedures. Its tall 30” W x 60” H window is a viewing panel which can be chosen in two different materials: a 

2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded acrylic. With an overall size of 33.5” W x 75” H, 

this Phillips Safety leaded barrier travels easily on its four-caster locking base steel legs. Please note it is recommended that two people 

move the barrier together at all times.

PRODUCT INFORMATION
MRI-SAFE MOBILE LEADED ALUMINUM BARRIER WITH 30” X 60” WINDOW

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 30” X 60” WINDOW

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

LEADED BARRIER SIZE: 33.5” W x 75’’ H

WINDOW PANEL SIZE: 30’’ x 60’’

PROTECTION LEVEL: 2.00mm Pb LE

MATERIAL: Metal

WINDOW MATERIAL: Schott glass or Acrylic

FEATURES: Four-Caster locking base, full-body barrier, and 

Large Viewing Panel.

The Mobile Leaded Barrier with 30" x 60" Window is a full-body radiation barrier designed to protect against secondary radiation. It features 

2.0mm lead equivalent opaque panels of solid, leaded x-ray protection with contoured sides. Its tall 30" W x 60" H window is a viewing panel 

which can be chosen in two different materials: a 2.0mm lead equivalent high-quality Schott leaded glass or a 0.5mm lead equivalent leaded 

acrylic. With an overall size of 33.5” W x 75” H, this Phillips Safety leaded barrier travels easily on its four-caster locking base steel legs. 

Please note it is recommended that two people move the barrier together at all times.

PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
FIVE-ARM LEAD APRON WALL RACK

SPECIFICATION 

SIZE: 6" W x 6" H            

WEIGHT: 10lb

WEIGHT CAPACITY: 110lb 

LEAD APRON CAPACITY: 5

 

 

MATERIAL: Steel 

COLOR: White/Silver 

FEATURES: Five arms, flatten out nearly 180 degrees.

arms swing out either left or right

 

 

The Five-Arm Lead Apron Wall Rack is a heavy duty metal rack with five arms. With excellent storage capacity, 
this Phillips Safety rack holds up to five aprons to a maximum suggested weight of 110 lbs. It features five 
chromium-plated pivoting hangers which can flatten out nearly 180 degrees for space saving and storage behind 
doors, equipment, and more. It is available with arms swinging out either left or right. The Five-Arm Lead Apron 
Wall Rack has the following dimensions: arms extend perpendicular from the wall on which the unit is mounted 
22.5″ at the maximum point. When stored flat the arms are 25.5″ left to right. The total height when flat, from 
bottom of plate to highest point of swing arm (hanger), is 10″. Arm height is 6.5″ and overall plate size is 6″ W x 
6″ H. When flat the highest point from the wall (mounting bracket) is 3″. Please note that the mounting hardware 
is not included.

PRODUCT INFORM
8-PEG SPYDER APRON RACK WITH GLOVE HOLDER 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 69’’ H x 26 3/8’’ SIDE ARMS, 28’’ BASE

WEIGHT CAPACITY:  220 lb

LEAD APRON CAPACITY: 8 APRONS AND 

3 SETS OF GLOVES

   ope1 7/8�  

WARRANTY: 1 YEAR WARRANTY AGAINST 

MANUFACTURING DEFECTS

MATERIAL: Metal

FEATURES: caster-equipped base, 5 legs, fixed 

apron arms

The 8-Peg Spyder Apron Rack with Glove Holder is a lead apron rack designed to store, transport, and organize 
eight lead aprons and three pairs of lead gloves. Constructed of solid steel, it has a caster-equipped base with 5 
legs which allows the rack to be portable and moved out the way when not in use. This Phillips Safety rack has 
fixed apron arms that can not be adjusted or moved and features a slight angle at the tip of each arm for a better 
hold of aprons. It assembles easily with one bolt to the bottom of the base and one allen screw to the top section. 
The 8-Peg Spyder Apron Rack with Glove Holder holds up to 200 lbs and has a 1 year warranty against 
manufacturing defects.

PRODUCT INFORM
CLOSED TOP CHROME WIRE APRON HANGER
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 21 5/8’’ W x 9 3/4’’ H, HOOK 2’’

WEIGHT CAPACITY:  50 lb

WARRANTY: 1 YEAR WARRANTY AGAINST 

MANUFACTURING DEFECTS

   ope1 7/8�  

MATERIAL: Steel

FEATURES: Welded shut, two bolts on each side 

of the bar

The Closed Top Chrome Wire Apron Hanger is a chrome plated, 3/16″ steel hanger recommended to protect 
garments and increase product life. Ideal for radiation workstations, this Phillips Safety hanger can hold up to 50 
pounds and will not stress the lead vinyl or outer covering. It is welded shut and easily installed on lead apron 
racks: there are two bolts on each side of the bar, simply remove bolt from one side, slide the bar out, slide the 
hangers on, and reassemble. The overall dimensions are 21 5/8″ wide x 9 3/4″ high, with a hook of approximately 
2″. It has a 1 year warranty against manufacturing defects.

PRODUCT INFORM
CUSTOM RADIATION SHIELDING GLASS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: From 12’’ x 12’’ up to 42’’ x 72’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

MATERIAL: Glass

Color: Clear

Shape: Custom

"Phillips Safety fabricates custom radiation shielding glass with sizes ranging from 12″ x 12″ up to 42″ x 72″. Our 
high-quality radiation windows have a glass thickness of 8mm (+/- 1mm) and feature a lead equivalency of 2.0mm 
PbEq. In order for us to quote your project, please be sure to have the following information when you call into 
our sales team: estimated quantity, size, and shade color.

PRODUCT INFORM
10’’  X 12” RADIATION SHIELDING GLASS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10’’ x 12’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

MATERIAL: Glass

Color: Clear

Shape: Rectangle

"The 10″ x 12″ Radiation Shielding Glass is a high-quality radiation shielding glass by Phillips Safety. The 
thickness of the glass is of 8mm (+/- 1mm) and it features a lead equivalency of 2.0mm PbEq.
For more options, check out our Radiation Shielding Glass collection."

PRODUCT INFORM
12’’  X 12” RADIATION SHIELDING GLASS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 12’’ x 12’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

MATERIAL: Glass

Color: Clear

Shape: Square

"The 12″ x 12″ Radiation Shielding Glass is a high-quality radiation shielding glass by Phillips Safety. The 
thickness of the glass is of 8mm (+/- 1mm) and it features a lead equivalency of 2.0mm PbEq.

PRODUCT INFORM
12’’  X 18” RADIATION SHIELDING GLASS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 12’’ x 18’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

MATERIAL: Glass

Color: Clear

Shape: Rectangle

"The 12″ x 18″ Radiation Shielding Glass is a high-quality radiation shielding glass by Phillips Safety. The 
thickness of the glass is of 8mm (+/- 1mm) and it features a lead equivalency of 2.0mm PbEq.

PRODUCT INFORM
12’’  X 24” RADIATION SHIELDING GLASS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 12’’ x 24’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

MATERIAL: Glass

Color: Clear

Shape: Rectangle

"The 12″ x 24″ Radiation Shielding Glass is a high-quality radiation shielding glass by Phillips Safety. The 
thickness of the glass is of 8mm (+/- 1mm) and it features a lead equivalency of 2.0mm PbEq.

PRODUCT INFORM
24’’  X 24” RADIATION SHIELDING GLASS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 24’’ x 24’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

MATERIAL: Glass

Color: Clear

Shape: Square

"The 24″ x 24″ Radiation Shielding Glass is a high-quality radiation shielding glass by Phillips Safety. The 
thickness of the glass is of 8mm (+/- 1mm) and it features a lead equivalency of 2.0mm PbEq.

PRODUCT INFORM
24” X 30” RADIATION SHIELDING GLASS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 24’’ x 30’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

MATERIAL: Glass

Color: Clear

Shape: Rectangle

"The 24″ x 30″ Radiation Shielding Glass is a high-quality radiation shielding glass by Phillips Safety. The 
thickness of the glass is of 8mm (+/- 1mm) and it features a lead equivalency of 2.0mm PbEq.

PRODUCT INFORM
24” X 36” RADIATION SHIELDING GLASS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 24’’ x 36’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

MATERIAL: Glass

Color: Clear

Shape: Rectangle

"The 24″ x 36″ Radiation Shielding Glass is a high-quality radiation shielding glass by Phillips Safety. The 
thickness of the glass is of 8mm (+/- 1mm) and it features a lead equivalency of 2.0mm PbEq.

PRODUCT INFORM
30” X 48” RADIATION SHIELDING GLASS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 30’’ x 48’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

MATERIAL: Glass

Color: Clear

Shape: Rectangle

"The 30″ x 48″ Radiation Shielding Glass is a high-quality radiation shielding glass by Phillips Safety. The 
thickness of the glass is of 8mm (+/- 1mm) and it features a lead equivalency of 2.0mm PbEq.

PRODUCT INFORM
30” X 60” RADIATION SHIELDING GLASS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 30’’ x 60’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

MATERIAL: Glass

Color: Clear

Shape: Rectangle

"The 30″ x 60″ Radiation Shielding Glass is a high-quality radiation shielding glass by Phillips Safety. The 
thickness of the glass is of 8mm (+/- 1mm) and it features a lead equivalency of 2.0mm PbEq.

PRODUCT INFORM
CAUTION: X-RAY RADIATION WITH GRAPHIC - HORIZONTAL RADIATION SIGN
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 14’’ x 10”

MATERIAL: PLASTIC, MAGNETIC 

   ope1 7/8�  

Color: Yellow/Black

Shape: Rectangle

"The Caution: X-Ray Radiation with Graphic - Horizontal Radiation Sign is a sign designed to alert about 
radiation. Available in a yellow background with black, the measurements of this radiation sign are 14″ x 10″. 
Plus, it is available in two different materials: lightweight plastic or magnetic, for convenient hanging.

PRODUCT INFORM
CAUTION: X-RAY RADIATION WITH PREGNANCY NOTE - RADIATION SIGN
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 14’’ x 10”

MATERIAL: PLASTIC, MAGNETIC 

COLOR: YELLOW/BLACK

   ope1 7/8�  

Shape: Rectangle

Features: Message ""Please let us know if you are 

pregnant"".

"The Caution: X-Ray Radiation with Pregnancy Note - Radiation Sign is a sign designed to alert about radiation. 
It features a message that reads ""Please let us know if you are pregnant"". Available in a yellow background with 
black, the measurements of this radiation warning sign are 14″ x 10″. Plus, it is available in two different 
materials: lightweight plastic or magnetic, for convenient hanging.

PRODUCT INFORM
CAUTION: X-RAY RADIATION WITH GRAPHIC - VERTICAL RADIATION SIGN
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 14’’ x 10”

MATERIAL: PLASTIC, MAGNETIC 

   ope1 7/8�  

Color: Yellow/Pink

Shape: Rectangle

"The Caution: X-Ray Radiation with Graphic - Vertical Radiation Sign is a sign designed to alert about radiation. 
It features an image that depicts the radiation sign. Available in a yellow background with pink, the measurements 
of this radiation warning sign are 14″ x 10″. Plus, it is available in two different materials: lightweight plastic or 
magnetic, for convenient hanging.

PRODUCT INFORM
X-RAY IN USE - RADIATION SIGN
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 14’’ x 7”

MATERIAL: PLASTIC, MAGNETIC

COLOR: YELLOW/BLACK 

   ope1 7/8�  

Shape: Rectangle

Features: Warning message in both English and Spanish.

"The X-Ray In Use - Radiation Sign is a sign designed to alert about radiation. It is a bilingual sign, featuring a 
warning message in both English and Spanish. Available in a yellow background with black, the measurements 
of this radiation warning sign are 14″ x 7″. Plus, it is available in two different materials: lightweight plastic or 
magnetic, for convenient hanging.

PRODUCT INFORM
CAUTION X-RAY IN USE - RADIATION SIGN
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 4’’ x 10”

MATERIAL: PLASTIC, MAGNETIC

 

   ope1 7/8�  

Color:  Red/White

Shape: Rectangle

"The Caution X-Ray in Use - Radiation Sign is a sign designed to alert about radiation. Available in red with white, 
the measurements of this radiation warning sign are 4″ x 10″. Plus, it is available in two different materials: 
lightweight plastic or magnetic, for convenient hanging.

PRODUCT INFORM
X-RAY ROOM - RADIATION SIGN
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 4’’ x 10”

MATERIAL: PLASTIC, MAGNETIC

 

   ope1 7/8�  

Color:  Black/White

Shape: Rectangle

"The X-Ray Room - Radiation Sign is a sign designed to alert about radiation. Available in a black background 
with white, the measurements of this radiation warning sign are 4″ x 10″. Plus, it is available in two different 
materials: lightweight plastic or magnetic, for convenient hanging.

PRODUCT INFORM
KN95 EAR LOOP MASK
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

QUANTITY: 10 FACE MASKS PER PACKAGE

SAFETY STANDARDS: MEETS KN95, FDA/CDC 

APPROVED 

 q

 

   

Color:  White

Feautures: An ear loop design for more comfort and an 

integrated flexible nose bridge that ensures proper fit 

The KN95 Ear Loop Mask are face masks designed to filter particles, viruses, and microbes. These face masks 
feature an ear loop design for more comfort and an integrated flexible nose bridge that ensures proper fit. The 
KN95 Ear Loop Masks are FDA/CDC approved and meet KN95 standards, which means that they are effective 
against 95% of particles, with over 95% of bacterial filtration efficiency. One package comes with 10 face masks 
intended for single use. Please note that wearing a mask does not eliminate the risk of infection, as it depends 
on the proper fit of the wearer.

PRODUCT INFORM
KN95 HEADBAND FACE MASK
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

QUANTITY: 10 FACE MASKS PER PACKAGE

SAFETY STANDARDS: MEETS KN95, FDA/CDC 

APPROVED 

 q

 

   

Color:  White

Feautures: An ear loop design for more comfort and an 

integrated flexible nose bridge that ensures proper fit 

The KN95 Headband Face Mask is a respirator face mask with a headband style. Designed to filter particles, 
viruses, and microbes, it is made of a multi-layer filtration system of non-woven breathable fibers. The material 
of the mask includes 46% non-woven polypropylene, 28% melt-blown fabric, and 26% ES hot air cotton, and the 
headband is latex free. Plus, for a better fit, this face mask features an adjustable aluminum nose piece. The 
KN95 Headband Face Mask is FDA authorized for use in healthcare settings during the COVID-19 public health 
emergency and meets KN95 standards, which means that they are effective against 95% of particles. One 
package comes with 10 face masks intended for single use. Please note that wearing a mask does not eliminate 
the risk of infection, as it depends on the proper fit of the wearer.

PRODUCT INFORM
CLASS 3B MAGNETIC LASER RADIATION WARNING SIGN #28
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Feautures: Warning message ""Invisible Laser 

Radiation Avoid Direct Exposure to Beam""

"The Class 3B Magnetic Laser Radiation Warning Sign #28 is a Magnetic warning sign for laser and radiation. It 
features the warning message ""Invisible Laser Radiation Avoid Direct Exposure to Beam"". This laser warning 
sign has a white background with black writing and red details. In addition, its dimensions are 10″ high x 14″ wide. 

PRODUCT INFORM
CLASS 3B MAGNETIC LASER RADIATION WARNING SIGN #28
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Feautures: Warning message ""Invisible Laser 

Radiation Avoid Direct Exposure to Beam""

"The Class 3B Magnetic Laser Radiation Warning Sign #28 is a Magnetic warning sign for laser and radiation. It 
features the warning message ""Invisible Laser Radiation Avoid Direct Exposure to Beam"". This laser warning 
sign has a white background with black writing and red details. In addition, its dimensions are 10″ high x 14″ wide. 

PRODUCT INFORM
CLASS 3B MAGNETIC LASER RADIATION WARNING SIGN #29
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Feautures: Warning message ""Visable and/or Invisible 

Laser Radiation-Avoid Direct Exposure to Beam""

"The Class 3B Magnetic Laser Radiation Warning Sign #29  is a Magnetic warning sign for laser and radiation. It 
features the warning message ""Visable and/or Invisible Laser Radiation-Avoid Direct Exposure to Beam"". This 
laser warning sign has a white background with black writing and red details. In addition, its dimensions are 10″ 
high x 14″ wide. 
 

PRODUCT INFORM
CLASS 4 MAGNETIC LASER RADIATION WARNING SIGN #31
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message ""Invisible Laser 

Radiation Avoid Eye or Skin Exposure to Direct or 

Scattered Radiation Eye Protection Required""

"The Class 4 Magnetic Laser Radiation Warning Sign #31  is a Magnetic warning sign for laser and radiation. It 
features the warning message ""Invisible Laser Radiation Avoid Eye or Skin Exposure to Direct or Scattered 
Radiation Eye Protection Required"". This laser warning sign has a white background with black writing and red 
details. In addition, its dimensions are 10″ high x 14″ wide. 

 

PRODUCT INFORM
CLASS 4 MAGNETIC LASER RADIATION WARNING SIGN #31
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message ""Invisible Laser 

Radiation Avoid Eye or Skin Exposure to Direct or 

Scattered Radiation Eye Protection Required""

"The Class 4 Magnetic Laser Radiation Warning Sign #31  is a Magnetic warning sign for laser and radiation. It 
features the warning message ""Invisible Laser Radiation Avoid Eye or Skin Exposure to Direct or Scattered 
Radiation Eye Protection Required"". This laser warning sign has a white background with black writing and red 
details. In addition, its dimensions are 10″ high x 14″ wide. 

 

PRODUCT INFORM
CLASS 4 MAGNETIC LASER RADIATION WARNING SIGN #32
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message ""Visable and/or Invisible 

Laser Radiation Avoid Eye or Skin Exposure to Dirt or 

Scattered Radiation Eye Protection Required""

"The Class 4 Magnetic Laser Radiation Warning Sign #32  is a Magnetic warning sign for laser and radiation. It 
features the warning message ""Visable and/or Invisible Laser Radiation Avoid Eye or Skin Exposure to Dirt or 
Scattered Radiation Eye Protection Required"". This laser warning sign has a white background with black writing 
and red details. In addition, its dimensions are 10″ high x 14″ wide. 

 

PRODUCT INFORM
CLASS 4 MAGNETIC LASER RADIATION WARNING SIGN #33
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message ""Laser Radiation Do Not 

Stare Into Beam or View Directly with Optical 

Instruments""

"The Class 4 Magnetic Laser Radiation Warning Sign #33 is a Magnetic warning sign for laser and radiation. It 
features the warning message ""Laser Radiation Do Not Stare Into Beam or View Directly with Optical 
Instruments"". This laser warning sign has a white background with black writing and red details. In addition, its 
dimensions are 10″ high x 14″ wide. 

 

PRODUCT INFORM
CLASS 3A MAGNETIC LASER RADIATION WARNING SIGN #34
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message ""Laser Radiation Do Not 

Stare Into Beam or View Directly with Optical 

Instruments""

"The Class 3A Magnetic Laser Radiation Warning Sign #34  is a Magnetic warning sign for laser and radiation. It 
features the warning message ""Laser Radiation Do Not Stare Into Beam or View Directly with Optical 
Instruments"". This laser warning sign has a white background with black writing and red details. In addition, its 
dimensions are 10″ high x 14″ wide. 

 

PRODUCT INFORM
CLASS 3B PLASTIC LASER RADIATION WARNING SIGN #27
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message “Laser Radiation – Avoid 

Direct Exposure to Beam”

"The Class 3B Plastic Laser Radiation Warning Sign is a plastic warning sign for laser and radiation. It features 
the warning message “Laser Radiation – Avoid Direct Exposure to Beam”. This laser warning sign has a white 
background with black writing and red details. In addition, its dimensions are 10″ high x 14″ wide.

 

PRODUCT INFORM
CLASS 3B PLASTIC LASER RADIATION WARNING SIGN #28
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message ""Invisible Laser Radiation 

Avoid Direct Exposure to Beam""

"The Class 3B Plastic Laser Radiation Warning Sign #28  is a Plastic warning sign for laser and radiation. It 
features the warning message ""Invisible Laser Radiation Avoid Direct Exposure to Beam"". This laser warning 
sign has a white background with black writing and red details. In addition, its dimensions are 10″ high x 14″ wide. 

PRODUCT INFORM
CLASS 3B PLASTIC LASER RADIATION WARNING SIGN #29
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message ""Visible and/or Invisible 

Laser Radiation-Avoid Direct Exposure to Beam""

"The Class 3B Plastic Laser Radiation Warning Sign #29  is a Plastic warning sign for laser and radiation. It 
features the warning message ""Visible and/or Invisible Laser Radiation-Avoid Direct Exposure to Beam"". This 
laser warning sign has a white background with black writing and red details. In addition, its dimensions are 10″ 
high x 14″ wide. 

PRODUCT INFORM
CLASS 4 PLASTIC LASER RADIATION WARNING SIGN #30
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message ""Laser Radiation Avoid Eye 

or Skin Exposure to Direct or Scattered Radiation Eye 

Protection Required""

"The Class 4 Plastic Laser Radiation Warning Sign #30  is a Plastic warning sign for laser and radiation. It 
features the warning message ""Laser Radiation Avoid Eye or Skin Exposure to Direct or Scattered Radiation Eye 
Protection Required"". This laser warning sign has a white background with black writing and red details. In 
addition, its dimensions are 10″ high x 14″ wide. 

PRODUCT INFORM
CLASS 4 PLASTIC LASER RADIATION WARNING SIGN #31
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message ""Invisible Laser Radiation 

Avoid Eye or Skin Exposure to Direct or Scattered 

Radiation Eye Protection Required""

The Class 4 Plastic Laser Radiation Warning Sign #31  is a Plastic warning sign for laser and radiation. It features 
the warning message ""Invisible Laser Radiation Avoid Eye or Skin Exposure to Direct or Scattered Radiation Eye 
Protection Required"". This laser warning sign has a white background with black writing and red details. In 
addition, its dimensions are 10″ high x 14″ wide. 

PRODUCT INFORM
CLASS 4 PLASTIC LASER RADIATION WARNING SIGN #32
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message ""Visable and/or Invisible 

Laser Radiation Avoid Eye or Skin Exposure to Dirt or 

Scattered Radiation Eye Protection Required""

"The Class 4 Plastic Laser Radiation Warning Sign #32  is a Plastic warning sign for laser and radiation. It 
features the warning message ""Visable and/or Invisible Laser Radiation Avoid Eye or Skin Exposure to Dirt or 
Scattered Radiation Eye Protection Required"". This laser warning sign has a white background with black writing 
and red details. In addition, its dimensions are 10″ high x 14″ wide. 

PRODUCT INFORM
CLASS 3A PLASTIC LASER RADIATION WARNING SIGN #34
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

Shape: Rectangle

Features: Warning message “Laser Radiation – Avoid 

Direct Exposure to Beam”

"The Class 3A Plastic Laser Radiation Warning Sign is a magnetic warning sign for laser and radiation. It features 
the warning message “Laser Radiation – Avoid Direct Exposure to Beam”. This laser warning sign has a white 
background with black writing and red details. In addition, its dimensions are 10″ high x 14″ wide.

PRODUCT INFORM
MRI NON-MAGNETIC QUALITY PRSIM GLASSES 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: BRIDGE: 22MM, WIDHT: 143MM, 

TEMPLE: 142MM

WEIGHT: 74.5G

MATERIAL: PLASTIC

 q

 

   

Color: Tortoise

Frame Style: Oval

Gender: Male, Female

Features: Prism angle, Non-magnetic

The MRI Non-Magnetic Quality Prism Glasses are high-quality frames designed to allow patients to see the room 
outside the bore of the magnet during their scan, allowing a companion or scenic picture to be viewed. These 
Phillips Safety glasses provide a simple and cost effective comfort measure to be used alone, or in conjunction 
with a sound system for ultimate relaxation. They are available in an oval plastic frame and feature a Prism Angle 
that remains fixed in either position, so no viewing angle adjustment is required. In addition, the Prisms do not 
reverse the image, making it possible to see a mural, calming poster or projection screen TV.

PRODUCT INFORM
MRI NON-MAGNETIC QUALITY PRISM FITOVER GLASSES 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: BRIDGE: 160MM, WIDHT: 150MM, 

TEMPLE: 130MM

WEIGHT: 83.9G

MATERIAL: PLASTIC

 q

 

   

Color: Black

Frame Style: Oval, OTG

Gender: Male, Female

Features: Prism angle, Non-magnetic, Fit-Over

The MRI Non-Magnetic Quality Prism Glasses are high-quality frames designed to allow patients to see the room 
outside the bore of the magnet during their scan, allowing a companion or scenic picture to be viewed. These 
Phillips Safety glasses provide a simple and cost effective comfort measure to be used alone, or in conjunction 
with a sound system for ultimate relaxation. They are available in an oval plastic frame and feature a Prism Angle 
that remains fixed in either position, so no viewing angle adjustment is required. In addition, the Prisms do not 
reverse the image, making it possible to see a mural, calming poster or projection screen TV.

PRODUCT INFORM
13” VELCRO/NYLON REPLACEMENT WRIST STRAPS, SET OF 4
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 13’’ IN LENGHT

QUANTITY:  SET OF 4

MATERIAL: NYLON

 q

 

   

Color: Black

Features: MRI safe, get a clear scan during the 

medical imaging process

The 13" Velcro/Nylon Replacement Wrist Straps, Set of 4 are replacement wrist straps designed for the Extra 
Large Radiolucent Papoose Board. Made of high-quality Nylon and Velcro, this product comes in a set of four 
wrist straps, each of them with 13” in length. These Phillips Safety wrist straps are great to keep patients from 
moving, preventing unnecessary movement and struggle by keeping a firm grip on the patient’s wrists. By using 
these straps, medical professionals are provided with more restraining options to use as needed, partly due to 
the diagonal design of the papoose boards. In addition, they can get a clear scan during the medical imaging 
process. The 13" Velcro/Nylon Replacement Wrist Straps are also great for both additional arm immobilization 
and keeping the torso open. The torso flap can be kept open when using these wrist straps, giving the medical 
professional more options when working with their patient.

PRODUCT INFORM
11” VELCRO/NYLON REPLACEMENT WRIST STRAPS, SET OF 4
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 11’’ IN LENGHT

QUANTITY:  SET OF 4

MATERIAL: NYLON

 q

 

   

Color: Black

Features: MRI safe, get a clear scan during the 

medical imaging process

The 11” Velcro/Nylon Replacement Wrist Straps, Set of 4 are replacement wrist straps designed for the Large 
Radiolucent Papoose Board. Made of high-quality Nylon and Velcro, this product comes in a set of four wrist 
straps, each of them with 11” in length. These Phillips Safety wrist straps are great to keep patients from moving, 
preventing unnecessary movement and struggle by keeping a firm grip on the patient’s wrists. By using these 
straps, medical professionals are provided with more restraining options to use as needed, partly due to the 
diagonal design of the papoose boards. In addition, they can get a clear scan during the medical imaging 
process. The 11” Velcro/Nylon Replacement Wrist Straps are also great for both additional arm immobilization 
and keeping the torso open. The torso flap can be kept open when using these wrist straps, giving the medical 
professional more options when working with their patient. 

PRODUCT INFORM
9.5” VELCRO/NYLON REPLACEMENT WRIST STRAPS, SET OF 4
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 9.5’’ IN LENGHT

QUANTITY:  SET OF 4

MATERIAL: NYLON

 q

 

   

Color: Black

Features: MRI safe, get a clear scan during the 

medical imaging process

The 9.5” Velcro/Nylon Replacement Wrist Straps, Set of 4 are replacement wrist straps designed for the Regular 
and Small Radiolucent Papoose Board. Made of high-quality Nylon and Velcro, this product comes in a set of four 
wrist straps, each of them with 9.5” in length. These Phillips Safety wrist straps are great to keep patients from 
moving, preventing unnecessary movement and struggle by keeping a firm grip on the patient’s wrists. By using 
these straps, medical professionals are provided with more restraining options to use as needed, partly due to 
the diagonal design of the papoose boards. In addition, they can get a clear scan during the medical imaging 
process. The 9.5” Velcro/Nylon Replacement Wrist Straps are also great for both additional arm immobilization 
and keeping the torso open. The torso flap can be kept open when using these wrist straps, giving the medical 
professional more options when working with their patient. 

PRODUCT INFORM
EXTRA LARGE PAPOOSE REPLACEMENT HEAD STRAP, 36” LENGHT
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

LENGTH: 36’’ IN

SIZE: EXTRA LARGE

MATERIAL: NYLON

 q

 

   

Color: Blue

Features: Diagonal metal-free design, prevents the 

patient from self-injury

The Extra Large Papoose Replacement Head Strap, 36" Length, is a replacement head strap for the Extra Large 
Radiolucent Papoose Board. With 36” in length, this padded head strap can be used by medical professionals to 
keep the patient’s head secure during the medical imaging process. The strap suppresses movement, which 
results in a cleaner and more accurate scan of the patient. With its diagonal metal-free design, the Extra Large 
Radiolucent Papoose Board is one step above the rest, providing great safety and security for teenagers and 
adults during scans. In addition, it prevents the patient from self-injury. For more options, check out our Papoose 
Board and Accessories collection.

PRODUCT INFORM
REGULAR PAPOOSE REPLACEMENT HEAD STRAP, 33” LENGHT
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: REGULAR

LENGHT: 33” IN

MATERIAL: NYLON

 q

 

   

Color: Blue

Features: Diagonal metal-free design, prevents the 

patient from self-injury

The Regular Papoose Replacement Head Strap, 33" Length, is a replacement head strap for the Regular and 
Large Radiolucent Papoose Boards. With 33” in length, this padded head strap can be used by medical 
professionals to keep the patient’s head secure during the medical imaging process. The strap suppresses 
movement, which results in a cleaner and more accurate scan of the patient. With its diagonal metal-free design, 
the Regular and Large Radiolucent Papoose Boards are one step above the rest, providing great safety and 
security for children from ages 2-5 in the regular size, and for children from ages 6-12 in the large size. In 
addition, they prevent the patients from self-injury. 

PRODUCT INFORM
SMALL PAPOOSE REPLACEMENT HEAD STRAP, 30” LENGHT
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: SMALL

LENGHT: 30” IN

MATERIAL: NYLON

 q

 

   

Color: Blue

Features: Diagonal metal-free design, prevents the 

patient from self-injury

The Small Papoose Replacement Head Strap, 30" Length, is a replacement head strap for the Small Radiolucent 
Papoose Board. With 30” in length, this padded head strap can be used by medical professionals to keep the 
patient’s head secure during the medical imaging process. The strap suppresses movement, which results in a 
cleaner and more accurate scan of the patient. With its diagonal metal-free design, the Small Radiolucent 
Papoose Board is one step above the rest, providing great safety and security for infants during scans. In 
addition, it prevents the patient from self-injury. For more options, check out our Papoose Board and Accessories 
collection.

PRODUCT INFORM
EXTRA LARGE RADIOLUCENT PAPOOSE BOARD MRI SAFE 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: EXTRA LARGE

MATERIAL: NYLON

WEIGHT: 12 LBS

COLOR: WHITE/BLUE/BLACK

 q

 

   

Includes: one board 60” L x 17” W, a padded three-tier 

flap set, a padded head strap,  4 arm/wrist straps 

Features: MRI safe, metal free design, accommodates 

patients with a maximum girth of 40”

"The Extra Large Radiolucent Papoose Board MRI Safe is an MRI Safe papoose board intended for teenagers 
and adults. With a metal free design, this extra large board is a great selection for medical professionals to use 
during X-rays. The Phillips Safety papoose board is also great to use with patients that are frightened or injured, 
since it has restraints that prevent unnecessary movement, thus offering a clean scan. In addition, it prevents the 
patient from self-injury, providing great safety and security for teenagers and adults during scans.

The complete set of the Extra Large Radiolucent Papoose Board MRI Safe includes one board, a padded 
three-tier flap set, a padded head strap, as well as 4 arm/wrist straps. Weighing 12 lbs, the board is easy to move 
around and the hanging hole design results in easy storage. Made for adults and teenagers, the board is 60″ in 
length and 17″ at its widest point. In addition, the latex-free and MRI-safe design provides a comfortable 
experience for the patient. Please note that the board accommodates patients with a maximum girth of 40″. 
Larger patients will require the use of extender flaps. For more options, check out our Papoose Boards and 
Accessories collection.

CAUTIONS: Use the restraint only under the supervision of a licensed medical practitioner and only when 
medically necessary for the safety and protection of the patient. Use the Board only for temporary restraint, never 
for continuous or long-term restraint. Make sure the restraint does not impair the patient’s breathing or 
circulation, or cause overheating or positional injuries."

PRODUCT INFORM
LARGE RADIOLUCENT PAPOOSE BOARD MRI SAFE 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: LARGE

MATERIAL: NYLON

WEIGHT: 6 LBS BOARD

COLOR: WHITE/BLUE/BLACK

 q

 

   

Includes: one board 48” L x 11” W, a padded three-tier 

flap set, a padded head strap,  4 arm/wrist straps 

Features: MRI safe, metal free design, intended for 

children that are 6-12 years old 

"The Large Radiolucent Papoose Board MRI Safe is an MRI Safe papoose board intended for children that are 
6-12 years old. With a metal free design, this large board is a great selection for medical professionals to use 
during X-rays. The Phillips Safety papoose board operates on the prevent splint principle of binding the child to 
a rigid board to suppress struggling, thus resulting in a clean scan for the medical professional. In addition, with 
its canvas flaps a medical professional can effortlessly restrain a patient, and the four arm/wrist straps can 
provide additional arm immobilization. Utilizing selective restraint, the flaps can be open to scan the patient while 
they are still secure with the head and arm straps, all while providing great safety and security for the children.

The complete set of the Large Radiolucent Papoose Board MRI Safe includes one board, a padded three-tier flap 
set, a padded head strap, as well as 4 arm/wrist straps. Weighing 6 lbs, the board is easy to move around and 
the hanging hole design results in easy storage. Made for children aged 6-12, the board is 48″ in length and 11″ 
at its widest point. In addition, the latex-free and MRI-safe design provides a comfortable experience for the 
patient. For more options, check out our Papoose Boards and Accessories collection.

CAUTIONS: Use the restraint only under the supervision of a licensed medical practitioner and only when 
medically necessary for the safety and protection of the patient. Use the Board only for temporary restraint, never 
for continuous or long-term restraint. Make sure the restraint does not impair the patient’s breathing or 
circulation, or cause overheating or positional injuries."

PRODUCT INFORM
REGULAR RADIOLUCENT PAPOOSE BOARD MRI SAFE 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: REGULAR

MATERIAL: NYLON

WEIGHT: 4 LBS BOARD

COLOR: WHITE/BLUE/BLACK

 q

 

   

Includes: one board 37” L x 11” W, a padded three-tier 

flap set, a padded head strap,  4 arm/wrist straps 

Features: MRI safe, metal free design, intended for 

children from 2-5 years old

"The Regular Radiolucent Papoose Board MRI Safe is an MRI Safe papoose board intended for children from 2-5 
years old. With a metal free design, this large board is a great selection for medical professionals to use during 
X-rays. The Phillips Safety papoose board operates on the prevent splint principle of binding the child to a rigid 
board to suppress struggling, thus resulting in a clean scan for the medical professional. In addition, with its 
canvas flaps a medical professional can effortlessly restrain a patient, and the four arm/wrist straps can provide 
additional arm immobilization. Utilizing selective restraint, the flaps can be open to scan the patient while they 
are still secure with the head and arm straps, all while providing great safety and security for the children.

The complete set of the Regular Radiolucent Papoose Board MRI Safe includes one board, a padded three-tier 
flap set, a padded head strap, as well as 4 arm/wrist straps. Weighing 4 lbs, the board is easy to move around 
and the hanging hole design results in easy storage. Made for children aged 2-5, the board is 37″ in length and 
11″ in width at its widest point. In addition, the latex-free and MRI-safe design provides a comfortable experience 
for the patient. For more options, check out our Papoose Boards and Accessories collection.

CAUTIONS: Use the restraint only under the supervision of a licensed medical practitioner and only when 
medically necessary for the safety and protection of the patient. Use the Board only for temporary restraint, never 
for continuous or long-term restraint. Make sure the restraint does not impair the patient’s breathing or 
circulation, or cause overheating or positional injuries."

PRODUCT INFORM
SMALL RADIOLUCENT PAPOOSE BOARD MRI SAFE 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: SMALL

MATERIAL: NYLON

WEIGHT: 3 LBS BOARD

COLOR: WHITE/BLUE/BLACK

 q

 

   

Includes: one board 30” L x 7” W, a padded three-tier 

flap set, a padded head strap,  4 arm/wrist straps 

Features: MRI safe, metal free design, intended for 

infants

"The Small Radiolucent Papoose Board MRI Safe is an MRI Safe papoose board intended for infants. With a 
metal free design, this large board is a great selection for medical professionals to use during X-rays. The Phillips 
Safety papoose board operates on the prevent splint principle of binding the child to a rigid board to suppress 
struggling, thus resulting in a clean scan for the medical professional. In addition, with its canvas flaps a medical 
professional can effortlessly restrain a patient, and the four arm/wrist straps can provide additional arm 
immobilization. Utilizing selective restraint, the flaps can be open to scan the patient while they are still secure 
with the head and arm straps, all while providing great safety and security for the children. When using this board, 
you can immobilize a patient in 60 seconds or less, resulting in quick scans and reduced procedure times.

The complete set of the Small Radiolucent Papoose Board MRI Safe includes one board, a padded three-tier flap 
set, a padded head strap, as well as 4 arm/wrist straps. Weighing 3 lbs, the board is easy to move around and 
the hanging hole design results in easy storage. Made for infants, the board is 30″ in length and 7″ in width at its 
widest point. In addition, the latex-free and MRI-safe design provides a comfortable experience for the patient. 
For more options, check out our Papoose Boards and Accessories collection.

CAUTIONS: Use the restraint only under the supervision of a licensed medical practitioner and only when 
medically necessary for the safety and protection of the patient. Use the Board only for temporary restraint, never 
for continuous or long-term restraint. Make sure the restraint does not impair the patient’s breathing or 
circulation, or cause overheating or positional injuries."

PRODUCT INFORM
3-TIER EXTRA LARGE FLAP SET
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: EXTRA LARGE

MATERIAL: NYLON/VELCRO

COLOR: BLACK/BLUE

 q

 

   

Features:  Hook and loop fasteners to assure a stable 

and secure grip MRI safe, intended for teenagers and 

adults

The 3-Tier Extra Large Flap Set is a replacement flap set for the Extra Large Radiolucent Papoose Board MRI 
Safe, intended for teenagers and adults. The flap set is great for medical professionals to have when conducting 
MRI and X-Ray scans. The Velcro can be quickly applied to patients to restrain them safely, and the hook and 
loop fasteners assure a stable and secure grip for medical professionals to conduct their imaging procedures. In 
addition, the diagonal design of the board is of great help during the restraining process. The design lets the flaps 
crisscross, resulting in an incredibly snug fit. Also, the 4 arm/wrist straps that come with the Extra Large Papoose 
Board kit can provide more immobilization options for the professional. As a result, the medical professional can 
open certain flaps to get a scan of the patient’s torso, while maintaining security. 

PRODUCT INFORM
3-TIER LARGE FLAP SET
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE:  LARGE

MATERIAL: NYLON/VELCRO

COLOR: BLACK/BLUE

 q

 

   

Features:  Hook and loop fasteners to assure a stable 

and secure grip, MRI safe,  intended for children between 

6-12 years old

The 3-Tier Large Flap Set is a replacement flap set for the Large Radiolucent Papoose Board MRI Safe, intended 
for children between 6-12 years old. The flap set is great for medical professionals to have when conducting MRI 
and X-Ray scans. The Velcro can be quickly applied to patients to restrain them safely, and the hook and loop 
fasteners assure a stable and secure grip for medical professionals to conduct their imaging procedures. In 
addition, the diagonal design of the board is of great help during the restraining process. The design lets the flaps 
crisscross, resulting in an incredibly snug fit. Also, the 4 arm/wrist straps that come with the Large Papoose 
Board kit can provide more immobilization options for the professional. As a result, the medical professional can 
open certain flaps to get a scan of the patient’s torso, while maintaining security.

PRODUCT INFORM
3-TIER REGULAR FLAP SET
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE:  REGULAR

MATERIAL: NYLON/VELCRO

COLOR: BLACK/BLUE

 q

 

   

Features:  Hook and loop fasteners to assure a stable 

and secure grip, MRI safe,  intended for children between 

2-5 years old

The 3-Tier Regular Flap Set is a replacement flap set for the Regular Radiolucent Papoose Board MRI Safe, 
intended for children between 2-5 years old. The flap set is great for medical professionals to have when 
conducting MRI and X-Ray scans. The Velcro can be quickly applied to patients to restrain them safely, and the 
hook and loop fasteners assure a stable and secure grip for medical professionals to conduct their imaging 
procedures. In addition, the diagonal design of the board is of great help during the restraining process. The 
design lets the flaps crisscross, resulting in an incredibly snug fit. Also, the 4 arm/wrist straps that come with the 
Regular Papoose Board kit can provide more immobilization options for the professional. As a result, the medical 
professional can open certain flaps to get a scan of the patient’s torso, while maintaining security.

PRODUCT INFORM
PAPOOSE FLAP EXTENDERS, SET OF 2
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: SUITABLE FOR REGULAR, LARGE AND 

EXTRA LARGE BOARDS

COLOR: BLUE

QUANTITY: SET OF 2

 q

 

   

Features: Strap mechanism that works with the papoose

board, it is MRI safe, metal free,  intended for patients 

that are larger than the board itself

The Papoose Flap Extenders, Set of 2 are papoose boards flap extenders suitable for the regular, large, and 
extra large boards. They are designed to extend the reach of the flap sets for patients that are larger than the 
board itself. These Phillips Safety flap extenders assure the caregiver that the patient is secure and safe during 
the medical procedures. In addition to keeping the patient secure, it also provides the medical professional the 
option to expose portions of the patient for MRI scans. The strap mechanism that works with the papoose board 
is an excellent system to provide a clean scan for the patient. Since the papoose boards are metal-free, medical 
professionals can get clean MRI and X-ray scans during the medical diagnostic image process. Please note that 
these flap extenders come in a set of 2. Purchase additional flap extenders if needed. 

PRODUCT INFORM
PAPOOSE FLAP EXTENDERS, SET OF 2
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: SUITABLE FOR REGULAR, LARGE AND 

EXTRA LARGE BOARDS

COLOR: BLUE

QUANTITY: SET OF 2

 q

 

   

Features: Strap mechanism that works with the papoose

board, it is MRI safe, metal free,  intended for patients 

that are larger than the board itself

The Papoose Flap Extenders, Set of 2 are papoose boards flap extenders suitable for the regular, large, and 
extra large boards. They are designed to extend the reach of the flap sets for patients that are larger than the 
board itself. These Phillips Safety flap extenders assure the caregiver that the patient is secure and safe during 
the medical procedures. In addition to keeping the patient secure, it also provides the medical professional the 
option to expose portions of the patient for MRI scans. The strap mechanism that works with the papoose board 
is an excellent system to provide a clean scan for the patient. Since the papoose boards are metal-free, medical 
professionals can get clean MRI and X-ray scans during the medical diagnostic image process. Please note that 
these flap extenders come in a set of 2. Purchase additional flap extenders if needed. 

PRODUCT INFORM
TOBOGGAN ARM BOARDS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: SMALL 10” L x 6” H x 10-1/4” D, MEDIUM

15-3/4” L x 8” H x 10-1/4” D, LARGE 15-3/4” L 

x 10-1/2” H x 10-1/4”

COLOR: CLEAR

 q

 

   

Material: Polycarbonate

Features: MRI safe,reduces interference with overhead 

cameras and other surgical equipment. 

"The Phillips Safety Toboggan Arm Boards are made of crystal clear polycarbonate, which is radiolucent and 
extremely strong. This radiolucent shield features a contoured top that offers stabilizing support for the clinician's 
arms while shielding against sharp edges during procedures. Plus, they are MRI safe. For correct positioning, 
slide the toboggan under the pad and the patient’s weight will hold it in place.

In addition, the Toboggan Arm Boards is available in three different sizes: small, measuring 10” L x 6” H x 10-1/4” 
D; medium, with standard measurements of 15-3/4” L x 8” H x 10-1/4” D; and large, measuring 15-3/4” L x 10-1/2” 
H x 10-1/4” D. The smaller size is to be used when a shorter height or narrower width is required. It is great for 
upper body procedures and offers a better fit for pediatric, adolescent, and small patients. Plus, it reduces 
interference with overhead cameras and other surgical equipment. The medium size fits most average size 
patients’ extremities and is available individually or in pairs. The large size accommodates larger arms and legs."

PRODUCT INFORM
VINYL RADIOLUCENT IMMOBILIZER STRAP - 20” W
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 20”W

MATERIAL: VINYL/VELCRO

STRAP LENGHT: 60”, 72”, 84”, 96”, 120”

COLOR: BLACK/BLUE

 q

 

   

Features: Velcro hook-and-loop fasteners to secure 

the patient to the imaging table. Great for MRI, CT, 

and Radiology departments

The Vinyl Radiolucent Immobilizer Strap - 20” W is a vinyl strap designed to immobilize patients to imaging tables 
with or without side rails. This Phillips Safety strap is radiolucent, making it a great product for MRI, CT, and 
Radiology departments. It features Velcro hook-and-loop fasteners to secure the patient to the imaging table and, 
due to its high-quality material, it can be easily cleaned with alcohol-free wipes. In addition, the Vinyl Radiolucent 
Immobilizer Strap - 20” W is available in five different lengths: 60″, 72″, 84″, 96″, and 120″.

PRODUCT INFORM
PADDED RUBBER PATIENT RESTRAINT STRAP WITH BUCKLES AND HOOKS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 2”W

MATERIAL: RUBBER

STRAP LENGHT: 96”, 108”, and 120”

COLOR: BLACK

 q

 

   

Features: a padded mid-panel for your O.R. table or 

gurney, with softcare memory foam,and two airplane

-style buckles 

The Padded Rubber Patient Restraint Strap with Buckles and Hooks is a rubber safety strap designed to securely 
restrain patients. Made of high-quality rubber, this Phillips Safety strap features a padded mid-panel for your O.R. 
table or gurney that measures 18″ L x 5″ W x 3/4" thick, with softcare memory foam. It also has two airplane-style 
buckles to adjust the length of the strap and two side rail hooks to anchor the strap to the operating room table. 
In addition, the Padded Rubber Patient Restraint Strap with Buckles and Hooks is 2″ wide and comes in three 
different lengths: 96″, 108″, and 120″.

PRODUCT INFORM
RUBBER PATIENT RESTRAINT STRAP WITH BUCKLES AND HOOKS
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 2”W

MATERIAL: RUBBER

STRAP LENGHT: 96”, 108”, and 120”

COLOR: BLACK

 q

 

   

Features: alarge mid-panel for your O.R. table or 

gurney,and two airplane-style buckles 

The Rubber Patient Restraint Strap with Buckles and Hooks is a rubber safety strap designed to securely restrain 
patients. Made of high-quality rubber, this Phillips Safety strap features a large mid-panel for your O.R. table or 
gurney that measures 18″ L x 5″ W. It also has two airplane-style buckles to adjust the length of the strap and two 
side rail hooks to anchor or remove the strap to the operating room table. In addition, the Rubber Patient 
Restraint Strap with Buckles and Hooks is 2″ wide and comes in three different lengths: 96″, 108″, and 120″.

PRODUCT INFORM
RUBBER PATIENT RESTRAINT STRAP WITH 2 BUCKLES
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 2”W

MATERIAL: RUBBER

STRAP LENGHT: 96”, 108”, and 120”

COLOR: BLACK

 q

 

   

Features: two airplane-style buckles to adjust the length

of the strap 

The Rubber Patient Restraint Strap with 2 Buckles is a rubber safety strap designed to securely restrain patients. 
This Phillips Safety strap is conductive and fully made of high-quality rubber. When in use, it is wrapped under 
the gurney or O.R. table, securing the patient with two airplane-style buckles to adjust the length of the strap. In 
addition, the Rubber Patient Restraint Strap with 2 Buckles is 2″ wide and comes in three different lengths: 96″, 
108″, and 120″. 

PRODUCT INFORM
RUBBER PATIENT RESTRAINT STRAP WITH 1 BUCKLES
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 2”W

MATERIAL: RUBBER

STRAP LENGHT: 96”, 108”, 120“ and 132”

COLOR: BLACK
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Features: An airplane-style buckle to adjust the length

of the strap 

The Rubber Patient Restraint Strap with 1 Buckle is a rubber safety strap designed to securely restrain patients. 
This Phillips Safety strap is conductive, latex-free, and fully made of high-quality rubber. When in use, it is 
wrapped under the gurney or O.R. table, securing the patient with an airplane-style buckle to adjust the length of 
the strap. In addition, the Rubber Patient Restraint Strap with 1 Buckle is 2″ wide and comes in four different 
lengths: 96″, 108″, 120″, and 132″.

PRODUCT INFORM
STATIC TREATED AQUA TRANSFER BOARD 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 18” W x 72“ H x 3/16” THICK AND 22" W x 

72" H x 3/16" THICK

WEIGHT: 9 Lbs

WEIGHT CAPACITY: 250 Lbs 

 q

 

   

Material: Polyethylene

Color: Green

Features: Rounded edges,the smaller size features 10 

handles and the larger 12 handles, and is radiolucent 

The Static Treated Aqua Transfer Board is a patient transfer board that makes transfers over uneven surfaces 
safe and simple. This Phillips Safety board easily slides on a bed or stretcher pad, and prevents stress on the 
lower back of personnel when shifting patients. Made of semi-rigid polyethylene and covered with an anti-static 
coating, it protects patients from adhering and sticking to the surface while simultaneously reducing static 
build-up. It has rounded edges and is available in two different sizes: 18″ W x 72″ H x 3/16″ thick and 22" W x 72" 
H x 3/16" thick. For easy positioning adjustments, the smaller size features 10 handles and the larger 12 handles, 
which can also be used to hang the transfer board in storage. In addition, the Anti Static Charcoal Gray Transfer 
Board is radiolucent, MR safe, and can be left under patients during procedures. It weighs 9 lbs and has a weight 
capacity of 250 lbs. For more options, check out our Patient Transfer Boards collection.

PRODUCT INFORM
ANTI STATIC BARIATRIC PATIENT SHIFTER 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 38” W x 72” L x 3/16” THICK

WEIGHT: 16 Lbs

WEIGHT CAPACITY: 600 Lbs

MATERIAL: PLASTIC

COLOR: CHARCOAL 

 q

 

   

Features: An anti-static coating,  an extra-wide design 

that better supports excess tissue and supports the 

patient’s head, and fourteen handholds to ergonomically 

correct the patient’s position

The Anti Static Bariatric Patient Shifter is a board designed to make lateral transfers for patients up to 600 lbs 
more manageable and safer. Due to its minimized friction on transfer surfaces, it reduces back strain on 
caretakers. Plus, it is covered with an anti-static coating, so it protects patients from adhering and sticking to the 
surface while simultaneously reducing static build-up.This Phillips Safety patient shifter board has an extra-wide 
design that better supports excess tissue and supports the patient’s head. It also has an elongated shape and 
features fourteen handholds to ergonomically correct the patient’s position. In addition, the Anti Static Bariatric 
Patient Shifter is made of flexible plastic, which is a great advantage when working with uneven surfaces. It 
weighs 16 lbs and has overall dimensions of 38” W x 72” L x 3/16” thick. Please note that it should be cleaned 
with hospital-grade disinfectant.

PRODUCT INFORM
TRANSFER DEVICE STORAGE RACK 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 18” L x 2.5“ H x 1” D

WEIGHT: 2 Lbs

MATERIAL: METAL 

 q

 

   

Color: Silver

Features: The capability of holding transfer boards 

horizontally or vertically, as needed by the user 

The Transfer Device Storage Rack is a wall mountable rack that can accommodate one board. This Phillips 
Safety transfer storage rack has the capability of holding transfer boards horizontally or vertically, as needed by 
the user. Its overall dimensions are 18″ L x 2.5″ H x 1″ D. 

PRODUCT INFORM
ANTI STATIC TREATED WHITE TRANSFER BOARD
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 22” W x 72” H x 3/16” THICK

WEIGHT: 9 Lbs

WEIGHT CAPACITY: 250 Lbs

MATERIAL: POLYETHYLENE 

 q

 

   

Color: White

Features: An anti-static coating, rounded edges, 12 

handles for easy positioning, is radiolucent, MR safe, 

and can be left under patients during their procedures

The Anti Static Treated White Transfer Board is a patient transfer board that makes transfers over uneven 
surfaces safe and simple. This Phillips Safety board easily slides on a bed or stretcher pad, and prevents stress 
on the lower back of personnel when shifting patients. Made of semi-rigid polyethylene and covered with an 
anti-static coating, it protects patients from adhering and sticking to the surface while simultaneously reducing 
static build-up. With rounded edges, it features 12 handles for easy positioning adjustments, which can also be 
used to hang the transfer board in storage. In addition, the Static Treated White Transfer Board is radiolucent, 
MR safe, and can be left under patients during their procedures. It weighs 9 lbs and has a weight capacity of 250 
lbs, with overall dimensions of 22″ W x 72″ H x 3/16″ thick. 

PRODUCT INFORM
SLIDE BOARD PATIENT TRANSFER SHEET
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 31” L x 23” W (TAPERS TO 16” W) x ⅛” THICK

WEIGHT: 4 Lbs

WEIGHT CAPACITY: 250 Lbs

MATERIAL: POLYETHYLENE 

 

 

   

Color: White

Features: Six built-in handles, an anti-static coating, and

is radiolucent

The Slide Board Patient Transfer Sheet is an ultra-smooth slide sheet designed to bridge gaps between transfer 
points. Made of high-density polyethylene, this Phillips Safety transfer sheet is anti-static and radiolucent. For 
correct use, place it under a patient to simply slide them on and off the O.R. table in the sitting or supine position. 
Additionally, the Slide Board Patient Transfer Sheet features six built-in handles, has a weight capacity of 250 
lbs, and overall dimensions of 31” L x 23” W (tapers to 16” W) x ⅛” thick. 

PRODUCT INFORM
BARIATRIC PATIENT SHIFTER
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 38” W x 72” L x 3/16” THICK

WEIGHT: 16 Lbs

WEIGHT CAPACITY: 600 Lbs

MATERIAL: PLASTIC 

 

 

   

Color: Green

Features: Fourteen handholds to ergonomically correct 

the patient’s position, should be cleaned with hospital

grade disinfectant

The Bariatric Patient Shifter is a board designed to make lateral transfers for patients up to 600 lbs more 
manageable and safer. Due to its minimized friction on transfer surfaces, it reduces back strain on caretakers. 
This Phillips Safety patient shifter board has an extra-wide design that better supports excess tissue and 
supports the patient’s head. It also has an elongated shape and features fourteen handholds to ergonomically 
correct the patient’s position. In addition, the Bariatric Patient Shifter is made of flexible plastic, which is a great 
advantage when working with uneven surfaces. It weighs 16 lbs and has overall dimensions of 38” W x 72” L x 
3/16” thick. Please note that it should be cleaned with hospital-grade disinfectant.

PRODUCT INFORM
BARIATRIC PATIENT TRANSFER BOARD
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 72” L x 32” W x 1/4” THICK, WITH HANDLE 

CUT OUT DIMENSIONS OF of 4.5” W x 1.5” D

WEIGHT: 26 Lbs

MATERIAL: POLYETHYLENE

 

 

   

Color: White

Features: 16 hand holes all the way around, moisture

proof, and with radiolucent qualities that makes it possible 

to be used in the imaging field 

The Bariatric Patient Transfer Board is a white semi-flexible moving platform designed to safely reposition an 
individual back and forth from stretcher to bed or table. This Phillips Safety transfer board features 16 hand holes 
all the way around, allowing for safe and efficient transfer of patients for general imaging, MRI, and CT. In 
addition, it is made of moisture-proof, high-density polyethylene (HDPE) and has radiolucent qualities, making it 
possible to be used in the imaging field. The Bariatric Patient Transfer Board has overall dimensions of 72” L x 
32” W x 1/4” thick, with handle cut out dimensions of 4.5” W x 1.5” D. 

PRODUCT INFORM
ANTI STATIC CHARCOAL GRAY TRANSFER BOARD
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 8” W x 72” H x 3/16” THICK, AND 22" W x 

72" H x 3/16" THICK

WEIGHT: 9 Lbs

WEIGHT CAPACITY: 250 Lbs

MATERIAL: POLYETHYLENE

 

 

   

Color: Gray

Features: An anti-static coating, with rounded edges, 10 

handles for easy positioning adjustments, is radiolucent,

MR safe, and can be left under patients during procedures 

The Anti Static Charcoal Gray Transfer Board is a patient transfer board that makes transfers over uneven 
surfaces safe and simple. This Phillips Safety board easily slides on a bed or stretcher pad, and prevents stress 
on the lower back of personnel when shifting patients. Made of semi-rigid polyethylene and covered with an 
anti-static coating, it protects patients from adhering and sticking to the surface while simultaneously reducing 
static build-up. With rounded edges, it features 10 handles for easy positioning adjustments, which can also be 
used to hang the transfer board in storage. In addition, the Anti Static Charcoal Gray Transfer Board is 
radiolucent, MR safe, and can be left under patients during procedures. It weighs 9 lbs and has a weight capacity 
of 250 lbs. Plus, it is available in two different sizes: 18″ W x 72″ H x 3/16″ thick and 22" W x 72" H x 3/16" thick. 

PRODUCT INFORM
PLASTIC TRANSFER BOARD
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 23” L x 12.5” W x ¼” THICK, 30” L x 

12.5” W x ¼” THICK

WEIGHT: 2 Lbs, 3 Lbs

WEIGHT CAPACITY: 300 Lbs

MATERIAL: PLASTIC

 

 

   

Color: White

Features: Flexible plastic, it is used primarily for seated 

patient transfers, helps with patient transfer between 

surfaces of similar or slightly different heights. 

The Plastic Transfer Board is a transfer board that helps with patient transfer between surfaces of similar or 
slightly different heights. Made of flexible plastic, it is used primarily for seated patient transfers, such as between 
bed and wheelchair, wheelchair and toilet, wheelchair and car, and so on. This transfer board is comfortable to 
sit on and easily removed after use. It has a weight capacity of 300 lbs and is available in two different lengths: 
23” L x 12.5” W x ¼” thick, weighing 2 lbs, or 30” L x 12.5” W x ¼” thick, weighing 3 lbs.

If you have decreased upper body strength, work with a caregiver to help you transfer. Using the industry 
standard of “a third, a third, a third”, place one third of the board on the surface you are transferring from, place 
another third onto the surface you are transferring to, and the remaining third is the space in between the two 
transfer points. Support your body weight on the flat surface as you move slowly, carefully paying attention to 
your movement and the location of your body as you transfer across the board. Don’t drag your buttocks on the 
board. Keep your body in the correct position, keeping your feet flat on the floor throughout most types of 
transfers. When transferring, never put your hands or fingers under the board. 

PRODUCT INFORM
CURVED BANANA TRANSFER BOARD
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

SIZE: 28” L x 10.5” W (CENTER) x 12” W (END)

WEIGHT: 2.6 Lbs

WEIGHT CAPACITY: 250 Lbs

MATERIAL: POLYETHYLENE

 

 

   

Color: White

Features: An arched shape, it is used primarily for seated 

patient transfers, helps with patient transfer between 

surfaces of similar or slightly different heights

"The Curved Banana Transfer Board was designed to help with patient transfer between surfaces of similar or 
slightly different heights. It is ideal for bed, car, wheelchair, and toileting transfers. Featuring an arched shape, it 
enables a variety of positioning options, but allows for the natural sweeping motion of an assisted transfer. Made 
of durable, semi-rigid polyethylene, it can be easily wiped down for cleaning and infection control. The top of the 
Curved Banana Transfer Board is a smooth sliding surface and the ends are flared to provide a stable transfer 
platform. This Phillips Safety transfer board weighs 2.6 lbs, with a weight capacity of 250 lbs, and has overall 
dimensions of 28” L x 10.5” W (center) x 12” W (end). In addition, it can be used for both assisted and unassisted 
transfers.

If you have decreased upper body strength, work with a caregiver to help you transfer. Using the industry 
standard of “a third, a third, a third”, place one third of the board on the surface you are transferring from, place 
another third onto the surface you are transferring to, and the remaining third is the space in between the two 
transfer points. Support your body weight on the flat surface as you move slowly, carefully paying attention to 
your movement and the location of your body, as you transfer across the board. Don’t drag your buttocks on the 
board. Keep your body in the correct position, keeping your feet flat on the floor throughout most types of 
transfers. When transferring, never put your hands or fingers under the board. When using the Curved Banana 
Transfer Board, it is recommended that both the individual to be transferred and the caregiver wear a Phillips 
Transfer Belt to provide an extra margin of safety and control during the transfer. 

PRODUCT INFORM
RADIATION SHIELDING PLEATED TABLE SHIELD
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

SPECIFICATION 

DIMENSIONS: 21.5” W x 24” L

LEAD PROTECTION: 0.5mm Pb Eq

MATERIAL: Polyurethane coated fabric

 q

 

   

Color: White, Gray, Green, and Blue

Features: Non-porous, Smooth surface, Latex free,

Velcro free, Stain resistant

The Radiation Shielding Pleated Table Shield is a radiation table shield that complies with CDC Efficacy 
guidelines for Category IB disinfection protocol for noncritical medical devices. With overall dimensions of 21.5″ 
W x 24″ L, this Radgenic shield adds an extra layer of protection with a lead core of 0.5mm Pb Eq. Plus, it is made 
from a polyurethane coated fabric which can be easily cleaned and disinfected with Quaternary or Isopropyl 
disinfectant wipes. The Radiation Shielding Pleated Table Shield is non-porous, with a smooth surface, and fully 
sealed seams. It is also latex free, has no Velcro, and is soil and stain resistant. This Radgenic radiation table 
shield is available in four different colors: white, gray, blue, and green.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
COBALT BLUE METAL WORKING FILTER LENS |  CIRCULAR 50MM  

SPECIFICATION 

SIZE: 50mm

COLOR: COBALT BLUE

SHADES: 4,5,6,AND 8

SAFETY STANDARDS: EN 166, EN 171 APPROVED

FEATURES: True HD optics, absorbs UV radiance, and 

harmful Infrared emissions in the 780 to 2000nm range, 

can be used with high temperatures ranging from 1,290 

to 1,800° Celsius 

The Cobalt Blue Metal Working Filter Lens | Circular 50 mm is a replacement cup goggle lens intended for 
furnace observation, torching and brazing. These Phillips Safety lenses have a circular shape with 50 mm of 
dimension and are available in Cobalt Blue/Neotherm shades 4, 5, 6, and 8. These Cobalt Blue lenses absorb UV 
Radiance and harmful Infrared emissions in the 780 to 2000nm range, and can be used with temperatures 
ranging from 1,290 to 1,800° Celsius. In addition, all of our Neotherm lenses are certified to EN 166 and EN 171 
safety standards. Do not use these lenses for welding applications.

Please note that in order to get a full set you need to order 2 pieces.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
COBALT BLUE METAL WORKING FILTER LENS |  LARGE 4.5 X 5.25 

SPECIFICATION 

SIZE: 2” H x 4.25” W

SHAPE: RECTANGLE

COLOR: COBALT BLUE

SHADES: 4,5,6,AND 8

SAFETY STANDARDS: EN 166, EN 171 APPROVED

FEATURES: True HD optics, absorbs UV radiance, and 

harmful Infrared emissions in the 780 to 2000nm range, 

can be used with high temperatures ranging from 1,290 

to 1,800° Celsius 

The Cobalt Blue Metal Working Filter Lens | Small 2 x 4.25 is a replacement lens for a standard welding helmet, 
intended for furnace observation, torching and brazing. These Phillips Safety lenses have a small rectangular 
shape with dimensions of 2″ H x 4.25″ W and are available in Cobalt Blue/Neotherm shades 4, 5, 6, and 8. These 
Cobalt Blue lenses absorb UV Radiance and harmful Infrared Emissions in the 780 to 2000nm range, and can be 
used with temperatures ranging from 1,290 to 1,800° Celsius. In addition, all of our Neotherm lenses are certified 
to EN 166 and EN 171 safety standards. Do not use these lenses for welding applications.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
COBALT BLUE METAL WORKING FILTER LENS |  LARGE 4.5 X 5.25 

SPECIFICATION 

SIZE: 4.5” H x 5.25” W

SHAPE: RECTANGLE

COLOR: COBALT BLUE

SHADES: 4,5,6,AND 8

SAFETY STANDARDS: EN 166, EN 171 APPROVED

FEATURES: True HD optics, absorbs UV radiance, and 

harmful Infrared emissions in the 780 to 2000nm range, 

can be used with high temperatures ranging from 1,290 

to 1,800° Celsius 

The Cobalt Blue Metal Working Filter Lens | Large 4.5 x 5.25 is a replacement lens for a large window welding 
helmet, intended for furnace observation, torching and brazing. These Phillips Safety lenses have a large 
rectangular shape with dimensions of 4.5″ H x 5.25″ W and are available in Cobalt Blue/Neotherm shades 4, 5, 
6, and 8. These Cobalt Blue lenses absorb UV Radiance and harmful Infrared Emissions in the 780 to 2000nm 
range, and can be used with temperatures ranging from 1,290 to 1,800° Celsius. In addition, all of our Neotherm 
lenses are certified to EN 166 and EN 171 safety standards. Do not use these lenses for welding applications.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
ALLOWELD GOLD COATED WELDING LENS |  SMALL 2 X 4.25 

SPECIFICATION 

SIZE: 2” H x 4.25” W

SHAPE: RECTANGLE

COLOR: GOLD

SHADES: 9, 10, 11, 12, AND 14

FEATURES: Composed of optical-quality glass, that 

combines Infrared and Ultraviolet protection, reduces  

harsh yellow flare, contrast enhancing, and eliminates 

the arc during welding 

The AlloWeld Gold Coated Welding Lens | Small 2 x 4.25 is a breakthrough welding lens that is used in place of 
your regular welding lens. The AlloWeld Gold Coated is a composite lens that combines the Infrared and 
Ultraviolet protection of standard gold-coated green welding glass, with special flare reducing and contrast 
enhancing earth metals. This lens is composed of optical-quality glass and will improve your vision by reducing 
the harsh yellow flare that comes from most welding procedures. The AlloWeld Gold Coated practically eliminates 
the arc during welding, allowing you to see the weld puddle and your work.

These Phillips Safety lenses have a small rectangular shape with dimensions of 2″ H x 4.25″ W and are available 
in Green filter shades 9, 10, 11, 12, and 14. Please note that this lens is used instead of your current welding 
lens, so purchase the shade that you normally work with. If your welds are X-Rayed and you want to see your 
work better, you need the AlloWeld Gold Coated lens.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
ALLOWELD GOLD COATED WELDING LENS |  LARGE 4.5 X 5.25

SPECIFICATION 

SIZE: 4.5” H x 5.25” W

SHAPE: RECTANGLE

COLOR: GOLD

SHADES: 9, 10, 11, 12, AND 14

FEATURES: Composed of optical-quality glass, that 

combines Infrared and Ultraviolet protection, reduces  

harsh yellow flare, contrast enhancing, and eliminates 

the arc during welding 

The AlloWeld Gold Coated Welding Lens | Large 4.5 x 5.25 is a breakthrough welding lens that is used in place 
of your regular welding lens. The AlloWeld Gold Coated is a composite lens that combines the Infrared and 
Ultraviolet protection of standard gold-coated green welding glass, with special flare reducing and contrast 
enhancing earth metals. This lens is composed of optical-quality glass and will improve your vision by reducing 
the harsh yellow flare that comes from most welding procedures. The AlloWeld Gold Coated practically eliminates 
the arc during welding, allowing you to see the weld puddle and your work.

These Phillips Safety lenses have a large rectangular shape with dimensions of 4.5″ H x 5.25″ W and are 
available in Green filter shades 9, 10, 11, 12, and 14. Please note that this lens is used instead of your current 
welding lens, so purchase the shade that you normally work with. If your welds are X-Rayed and you want to see 
your work better, you need the AlloWeld Gold Coated lens.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
ALLOWELD WELDING LENS |  SMALL 2 X 4.25 

SPECIFICATION 

SIZE: 2” H x 4.25” W

SHAPE: RECTANGLE

COLOR: GREEN

SHADES: 4, 5, 6, 8, 9, 10, 11, 12, AND 14

FEATURES: Composed of optical-quality glass, that 

combines Infrared and Ultraviolet protection, reduces  

harsh yellow flare, contrast enhancing, and eliminates 

the arc during welding 

The AlloWeld Welding Lens | Small 2 x 4.25 is a breakthrough welding lens that is used in place of your regular 
welding lens. The AlloWeld Gold Coated is a composite lens that combines the Infrared and Ultraviolet protection 
of standard green welding glass, with special flare reducing and contrast enhancing earth metals. This lens is 
composed of optical-quality glass and will improve your vision by reducing the harsh yellow flare that comes from 
most welding procedures. The AlloWeld practically eliminates the arc during welding, allowing you to see the weld 
puddle and your work.

These Phillips Safety lenses have a small rectangular shape with dimensions of 2″ H x 4.25″ W and are available 
in Green filter shades 4, 5, 6, 8, 9, 10, 11, 12, and 14. Please note that this lens is used instead of your current 
welding lens, so purchase the shade that you normally work with.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
ALLOWELD WELDING LENS |  LARGE 4.5 X 5.25

SPECIFICATION 

SIZE: 4.50” H x 5.25” W

SHAPE: RECTANGLE

COLOR: GREEN

SHADES: 4, 5, 6, 8, 9, 10, 11, 12, AND 14

FEATURES: Composed of optical-quality glass, that 

combines Infrared and Ultraviolet protection, reduces  

harsh yellow flare, contrast enhancing, and eliminates 

the arc during welding 

The AlloWeld Welding Lens | Large 4.5 x 5.25 is a breakthrough welding lens that is used in place of your regular 
welding lens. The AlloWeld is a composite lens that combines the Infrared and Ultraviolet protection of standard 
green welding glass, with special flare reducing and contrast enhancing earth metals. This lens is composed of 
optical-quality glass and will improve your vision by reducing the harsh yellow flare that comes from most welding 
procedures. The AlloWeld practically eliminates the arc during welding, allowing you to see the weld puddle and 
your work.

These Phillips Safety lenses have a large rectangular shape with dimensions of 4.50” H x 5.25” W and are 
available in Green filter shades 4, 5, 6, 8, 9, 10, 11, 12, and 14. Please note that this lens is used instead of your 
current welding lens, so purchase the shade that you normally work with.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
SUPER MAGENTA DROP-IN WELDING LENS |  SMALL 2 X 4.25

SPECIFICATION 

SIZE: 2” H x 4.25” W

SHAPE: RECTANGLE

COLOR: MAGENTA

SAFETY STANDARDS: ANSI Z87.1 and CSA Z94.2

 

Features: Provides great yellow flare reduction, enhancing 

the color and visual clarity of your work, erases the 

yellow and orange colors of the spectrum while enhancing 

the other colors.

 

 

The Super Magenta Drop-In Welding Lens | Small 2 x 4.25 is a breakthrough drop-in welding lens that is used 
along with your regular welding lens. The Super Magenta Drop-In is an acrylic lens that provides great yellow 
flare reduction, enhancing the color and visual clarity of your work. Two out of the three kinds of wave energies 
that you must protect against when welding are blocked by standard green lenses: the invisible yet harmful 
Ultraviolet (UV) and Infrared (IR). However, the bright and painful Visible Light wave spectrum is not fully 
eliminated by standard green welding filters, and while our Super Blue welding lens reduces yellow flare, our 
Super Magenta Drop-In works even better, with an outstanding resulting view. The advanced material used to 
make the Super Magenta Drop-In erases the yellow and orange colors of the spectrum while enhancing the other 
colors. Please note this is a drop-in lens and needs to be used along with your standard welding shade. These 
Phillips Safety welding lenses have a small rectangular shape with dimensions of 2″ H x 4.25″ W and will add 
about 1/2 of a shade. In addition, they are certified with ANSI Z87.1 and CSA Z94.2 safety standards.

Attention: Do not use this as a stand alone lens. Permanent eye damage can and most likely will occur if used 
alone!

For safe and correct use, simply drop the Super Magenta Drop-In lens in behind your current standard shade and 
cover lens. Protect it from spatter, as acrylic will pit if spatter hits it. With proper care, this lens should give you 
years of trouble-free service. To clean, rinse the lens with water before drying off with a clean, soft cloth or new 
paper towel. This lens will scratch if mixed in a tool kit without being covered, so if you are going to store it, it’s 
a good idea to keep it covered or in the envelope it was shipped in.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
SUPER MAGENTA DROP-IN WELDING LENS |  LARGE 4.5 X 5.25

SPECIFICATION 

SIZE: 4.5” H x 5.25” W

SHAPE: RECTANGLE

COLOR: MAGENTA

SAFETY STANDARDS: ANSI Z87.1 and CSA Z94.2

 

Features: Provides great yellow flare reduction, enhancing 

the color and visual clarity of your work, erases the 

yellow and orange colors of the spectrum while enhancing 

the other colors.

 

 

The Super Magenta Drop-In Welding Lens | Large 4.5 x 5.25 is a breakthrough drop-in welding lens that is used 
along with your regular welding lens. The Super Magenta Drop-In is an acrylic lens that provides great yellow 
flare reduction, enhancing the color and visual clarity of your work. Two out of the three kinds of wave energies 
that you must protect against when welding are blocked by standard green lenses: the invisible yet harmful 
Ultraviolet (UV) and Infrared (IR). However, the bright and painful Visible Light wave spectrum is not fully 
eliminated by standard green welding filters, and while our Super Blue welding lens reduces yellow flare, our 
Super Magenta Drop-In works even better, with an outstanding resulting view. The advanced material used to 
make the Super Magenta Drop-In erases the yellow and orange colors of the spectrum while enhancing the other 
colors. Please note this is a drop-in lens and needs to be used along with your standard welding shade. These 
Phillips Safety welding lenses have a large rectangular shape with dimensions of 4.5” H x 5.25” W and will add 
about 1/2 of a shade. In addition, they are certified with ANSI Z87.1 and CSA Z94.2 safety standards.

Attention: Do not use this as a stand alone lens. Permanent eye damage can and most likely will occur if used 
alone!

For safe and correct use, simply drop the Super Magenta Drop-In lens in behind your current standard shade and 
cover lens. Protect it from spatter, as acrylic will pit if spatter hits it. With proper care, this lens should give you 
years of trouble-free service. To clean, rinse the lens with water before drying off with a clean, soft cloth or new 
paper towel. This lens will scratch if mixed in a tool kit without being covered, so if you are going to store it, it’s 
a good idea to keep it covered or in the envelope it was shipped in.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
SUPER MAGENTA DROP-IN WELDING LENS |  CIRCULAR 50MM

SPECIFICATION 

SIZE: 50MM

SHAPE: CIRCULAR

COLOR: MAGENTA

SAFETY STANDARDS: ANSI Z87.1 and CSA Z94.2

 

Features: Provides great yellow flare reduction, enhancing 

the color and visual clarity of your work, erases the 

yellow and orange colors of the spectrum while enhancing 

the other colors.

 

 

The Super Magenta Drop-In Welding Lens | Circular 50 mm is a breakthrough drop-in welding lens that is used 
along with your regular welding lens. The Super Magenta Drop-In is an acrylic lens that provides great yellow 
flare reduction, enhancing the color and visual clarity of your work. Two out of the three kinds of wave energies 
that you must protect against when welding are blocked by standard green lenses: the invisible yet harmful 
Ultraviolet (UV) and Infrared (IR). However, the bright and painful Visible Light wave spectrum is not fully 
eliminated by standard green welding filters, and while our Super Blue welding lens reduces yellow flare, our 
Super Magenta Drop-In works even better, with an outstanding resulting view. The advanced material used to 
make the Super Magenta Drop-In erases the yellow and orange colors of the spectrum while enhancing the other 
colors. Please note this is a drop-in lens and needs to be used along with your standard welding shade. These 
Phillips Safety welding lenses have a circular shape with 50 mm of dimension and will add about 1/2 of a shade. 
In addition, they are certified with ANSI Z87.1 and CSA Z94.2 safety standards.

Attention: Do not use this as a stand alone lens. Permanent eye damage can and most likely will occur if used 
alone!

For safe and correct use, simply drop the Super Magenta Drop-In lens in behind your current standard shade and 
cover lens. Protect it from spatter, as acrylic will pit if spatter hits it. With proper care, this lens should give you 
years of trouble-free service. To clean, rinse the lens with water before drying off with a clean, soft cloth or new 
paper towel. This lens will scratch if mixed in a tool kit without being covered, so if you are going to store it, it’s 
a good idea to keep it covered or in the envelope it was shipped in.

Please note that in order to get a full set you need to order 2 pieces.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
CLEAR WELDING MANIFIER LENS |  SMALL 2 X 4.25

SPECIFICATION 

SIZE: 2” H x 4.25” W

SHAPE: RECTANGULAR

 

Color: Clear

Magnifications: 0.75, 1.00, 1.25, 1.50, 1.75, 2.00, 2.25, and 2.50

 

 

The Clear Welding Magnifier Lens | Small 2 x 4.25 is a high-quality magnifier lens for welding made of clear 
plastic. This Phillips Safety lens is durable and designed to offer an augmented image with great visibility. These 
Clear Welding Magnifier lenses have a small rectangular shape with dimensions of 2” H x 4.25” W. In addition, 
they are available in eight different magnifications: 0.75, 1.00, 1.25, 1.50, 1.75, 2.00, 2.25, and 2.50.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
CLEAR GLASS COVER LENS |  SMALL 2 X 4.25

SPECIFICATION 

SIZE: 2” H x 4.25” W

THICKNESS : 2MM

 

Color: Clear

Shape: Rectangular

 

 

The Clear Glass Cover Lens | Small 2 x 4.25 is a replacement cover lens for welding helmets made of 
non-hardened clear glass. The high-quality material of this Phillips Safety lens offers superior protection from 
dust, weld spatter and impact. These Clear Glass Cover lenses have a small rectangular shape with dimensions 
of 2” H x 4.25” W and 2 mm of thickness. In addition, they fit most brand name helmets.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
SUPER BLUE DROP-IN WELDING LENS |  SMALL 2 X 4.25

SPECIFICATION 

SIZE: 2” H x 4.25” W

SHAPE: RECTANGLE

COLOR: BLUE

SAFETY STANDARDS: ANSI Z87.1 AND CSA Z94.2 

 

Features: Polycarbonate lens that blocks the yellow/

orange line of the visible spectrum (589-600nm), 

eliminating the yellow flare

 

 

"The Super Blue Drop-In Welding Lens | Small 2 x 4.25 is a breakthrough drop-in welding lens that is used along 
with your regular welding lens. The Super Blue Drop-In is a polycarbonate lens that blocks the yellow/orange line 
of the visible spectrum (589-600nm), improving your clarity of vision by greatly reducing the brightness of the arc 
and eliminating yellow flare. Two out of the three kinds of wave energies that you must protect against when 
welding are blocked by standard green lenses: the invisible yet harmful Ultraviolet (UV) and Infrared (IR). 
However, the bright and painful Visible Light wave spectrum is not fully eliminated by standard green welding 
filters, and that’s where the Super Blue Drop-In works great, providing a safe and improved resulting view. Please 
note this is a drop-in lens and needs to be used along with your standard welding shade. These Phillips Safety 
welding lenses have a small rectangular shape with dimensions of 2″ H x 4.25″ W and will add about 1/2 of a 
shade. In addition, they are certified with ANSI Z87.1 and CSA Z94.2 safety standards.

Attention: Do not use this as a stand alone lens. Permanent eye damage can and most likely will occur if used 
alone!

For safe and correct use, simply drop the Super Blue Drop-In lens in behind your current standard shade and 
cover lens. Protect it from spatter, as acrylic will pit if spatter hits it. With proper care, this lens should give you 
years of trouble-free service. To clean, rinse the lens with water before drying off with a clean, soft cloth or new 
paper towel. This lens will scratch if mixed in a tool kit without being covered, so if you are going to store it, it’s 
a good idea to keep it covered or in the envelope it was shipped in.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
GREEN WELDING LENS |  LARGE 4.5 X 5.25

SPECIFICATION 

SIZE: 2” H x 4.25” W

SHAPE: RECTANGLE

COLOR: GREEN

 

 

Shades: 4, 5, 6, 8, 9, 10, 11, 12, and 14

Safety Standards: ANSI Z87.1 and CSA Z94.3 

 

 

The Green Welding Lens | Small 2 x 4.25 is a high-quality welding lens made of glass. This Phillips Safety lens 
is imported from Europe and constructed with the finest optical quality material available. With extremely 
durability, it provides true HD optics, excellent clarity and maximum protection. These Phillips Safety lenses have 
a small rectangular shape with dimensions of 2″ H x 4.25″ W, therefore they fit all 2” x 4.25” welding helmets. 
Plus, rated DIN A1, they are available in Athermal® Green filter shades 4, 5, 6, 8, 9, 10, 11, 12, and 14. In 
addition, the Green Welding Lens meets ANSI Z87.1 and CSA Z94.3 safety standards.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
GREEN WELDING LENS |  LARGE 4.5 X 5.25

SPECIFICATION 

SIZE: 4.5” H x 5.25’’ W

SHAPE: RECTANGLE

COLOR: GREEN

 

 

Shades: 4, 5, 6, 8, 9, 10, 11, 12, and 14

Safety Standards: ANSI Z87.1 and CSA Z94.3 

 

 

The Green Welding Lens | Large 4.5 x 5.25 is a high-quality welding lens made of glass. This Phillips Safety lens 
is imported from Europe and constructed with the finest optical quality material available. With extremely 
durability, it provides true HD optics, excellent clarity and maximum protection. These Phillips Safety lenses have 
a large rectangular shape with dimensions of 4.5″ H x 5.25″ W, therefore they fit all 4.5” x 5.25” welding helmets. 
Plus, rated DIN A1, they are available in Athermal® Green filter shades 4, 5, 6, 8, 9, 10, 11, 12, and 14. In 
addition, the Green Welding Lens meets ANSI Z87.1 and CSA Z94.3 safety standards.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
GREEN WELDING LENS |  CIRCULAR 50MM

SPECIFICATION 

SIZE: 50MM

SHAPE: CIRCULAR

COLOR: GREEN

 

 

Shades: 4, 5, 6, 8, 9, 10, 11, 12, and 14

Safety Standards: ANSI Z87.1 and CSA Z94.3 

 

 

The Green Welding Lens | Circular 50 mm is a high-quality welding lens made of glass. This Phillips Safety lens 
is imported from Europe and constructed with the finest optical quality material available. With extremely 
durability, it provides true HD optics, excellent clarity and maximum protection. These Phillips Safety lenses have 
a circular shape with 50 mm of dimension, therefore they fit all 50 mm welding helmets. Plus, rated DIN A1, they 
are available in Athermal® Green filter shades 4, 5, 6, 8, 9, 10, 11, 12, and 14. In addition, the Green Welding 
Lens meets ANSI Z87.1 and CSA Z94.3 safety standards.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
GREEN WELDING LENS |  LARGE 4.5 X 5.25

SPECIFICATION 

SIZE: 4.5” H x 5.25” W

SHAPE: RECTANGLE

COLOR: GOLD

 

 

Shades: 9, 10, 11, 12, and 14

Safety Standards: ANSI Z87.1 and CSA Z94.3 

 

 

The Gold Welding Lens | Large 4.5 x 5.25 is a high-quality welding lens made of glass. This Phillips Safety lens 
is imported from Europe and constructed with the finest optical quality material available. With extremely 
durability, it provides true HD optics and reduces eye strain. These Phillips Safety lenses have a large 
rectangular shape with dimensions of 4.5″ H x 5.25″ W, therefore they fit all 4.5” x 5.25” welding helmets. Plus, 
they are Gold coated and available in shades 9, 10, 11, 12, and 14. In addition, the Gold Welding Lens meets 
ANSI Z87.1 and CSA Z94.3 safety standards.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
GREEN WELDING LENS |  SMALL 2 X 4.25

SPECIFICATION 

SIZE: 2” H x 4.25” W

SHAPE: RECTANGLE

COLOR: GOLD

 

 

Shades: 9, 10, 11, 12, and 14

Safety Standards: ANSI Z87.1 and CSA Z94.3 

 

 

The Gold Welding Lens | Small 2 x 4.25 is a high-quality welding lens made of glass. This Phillips Safety lens is 
imported from Europe and constructed with the finest optical quality material available. With extremely durability, 
it provides true HD optics and reduces eye strain. These Phillips Safety lenses have a small rectangular shape 
with dimensions of 2″ H x 4.25″ W, therefore they fit all 2” x 4.25” welding helmets. Plus, they are Gold coated 
and available in shades 9, 10, 11, 12, and 14. In addition, the Gold Welding Lens meets ANSI Z87.1 and CSA 
Z94.3 safety standards.
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PRODUCT INFORMATION
GREEN WELDING LENS |  SMALL 2 X 4.25

SPECIFICATION 

SIZE: 2” H x 4.25” W

SHAPE: RECTANGLE

COLOR: GOLD

 

 

Shades: 9, 10, 11, 12, and 14

Safety Standards: ANSI Z87.1 and CSA Z94.3 

 

 

The Gold Welding Lens | Small 2 x 4.25 is a high-quality welding lens made of glass. This Phillips Safety lens is 
imported from Europe and constructed with the finest optical quality material available. With extremely durability, 
it provides true HD optics and reduces eye strain. These Phillips Safety lenses have a small rectangular shape 
with dimensions of 2″ H x 4.25″ W, therefore they fit all 2” x 4.25” welding helmets. Plus, they are Gold coated 
and available in shades 9, 10, 11, 12, and 14. In addition, the Gold Welding Lens meets ANSI Z87.1 and CSA 
Z94.3 safety standards.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
SODIUM FLARE POLY LAMPWORKING BENCH MOUNT SHIELD

The Sodium Flare Poly Lampworking Bench Mount Shield is a bench mount shield that offers the same protection 
as our standard glassblowing eyewear. It features a bendable arm that allows you to reposition the acrylic filter 
to the optimal position, and a large viewing area of 5 inches round filter that provides eye protection.
This shield uses a Sodium Flare Poly filter that has good color recognition for soft glass and provides excellent 
UV and IR protection, sodium flare blocker, and clarity. We recommend this shield for individuals who work with 
small pieces of lampwork or hot glass.

SPECIFICATION 

WINDOW SIZE: 5"

WINDOW MATERIAL: Polycarbonate 

FEATURES: Window, Bendable arm  

 

 

GLASS TYPE: Soft Glass

GLASS WORK: Small Glass Work

 

 

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
WALL MOUNTED APRON RACK WITH 10 SWING RODS 

SPECIFICATION 

SIZE: 5.38” H x 17.50“ W (base), Arms are 24.75” 

long, 57.57” (full rack) 

WEIGHT:  20.11 Lb

LEAD APRON CAPACITY: 10

 

 

MATERIAL: STEEL

COLOR: WHITE

FEATURES: WALL MOUNTED

 

 

The Wall Mounted Apron Rack with 10 Swing Rods is a lead apron rack designed to be mounted on a wall. This 
Phillips Safety apron rack is constructed of strong, durable steel material, and has an electro-magnetic powder 
coating. Plus, it features 10 swinging rods to hold your aprons.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
WALL MOUNTED APRON RACK WITH 5 SWING RODS - RAR-500L |  RAR-500R

SPECIFICATION 

SIZE: 6.75" x 17.5" x 6.25" (base)            

Arms are 24" long  

WEIGHT: 13 lb 

LEAD APRON CAPACITY: 5

 

 

MATERIAL: Steel 

COLOR: White 

FEATURES: Wall mounted, eletro-magnetic powder 

coating. Swing Available Left and Right.

 

 

The Wall Mounted Apron Rack with 5 Swing Rods is a lead apron rack designed to be mounted on a wall. This 
Phillips Safety rack is constructed of strong, durable steel and has an electro-magnetic powder coating. Plus, it 
features 5 swinging rods to hold your aprons. Available swing to left and right sides.

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
CLASSIC WELDING + IR PROTECTIVE WELDING WINDOW, ORANGE  

The Classic Welding + IR Protective Welding Window is an acrylic sheet offering classic welding protection. 
These Classic Welding Orange Window provide additional IR protection, and offer 27% vision light transmission.  
In addition, this welding safety viewing window meets and/or exceeds US ANSI Z136 standards. Plus, this 
welding acrylic sheet has a 0.125″ Thickness. 

The requested dimensions will be held to +1/16″ tolerance. If you require a more precise tolerance, do not order 
on this site. Send your request to sales-team@phillips-safety.com for a quote. Contact our sales-team 
(sales-team@phillips-safety.com) for guidance on use with extreme temperatures. Misuse of the product at 
extreme temperatures could lead to glass breakage.



PRODUCT INFORMATION
RADIATION SHIELDING PLEATED TABLE SHIELD

PHILLIPS SAFETY
PRODUCTS INC.

P. 866 575 1307
F. 732 356 7127 WWW.PHILLIPS-SAFETY.COM

E. service@phillips-safety.com

SPECIFICATION 

SIZE: 21.5” W x 24” L

WEIGHT: 

PROTECTION LEVEL: 0.5mm Pb Eq

MATERIAL: RADGENIC

COLOR: White, Gray, Blue, Green

FEATURES: Easily clean, non-porus, smooth, fully sealed

The Radiation Shielding Pleated Table Shield is a radiation table shield that complies with CDC 
Efficacy guidelines for Category IB disinfection protocol for noncritical medical devices. With overall 
dimensions of 21.5” W x 24” L, this Radgenic shield adds an extra layer of protection with a lead core 
of 0.5mm Pb Eq. Plus, it is made f rom a polyurethane coated fabric which can be easily cleaned and 
disinfected with Quaternary or Isopropyl disinfectant wipes. The Radiation Shielding Pleated Table 
Shield is non-porous, with a smooth surface, and fully sealed seams. It is also latex f ree, has no Velcro, 
and is soil and stain resistant. This Radgenic radiation table shield is available in four different colors: 
white, gray, blue, and green. 

PRODUCT INFORMATION
MOBILE LEAD PORTA SHIELD |  LB-MB2424

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORMATION
MOBILE LEADED BARRIER WITH 30” X 60” WINDOW
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION PHILLIPS-SAFETY.COMPRODUCT INFORMATION

PRODUCT INFORM
8-PEG SPYDER APRON RACK WITH GLOVE HOLDER 
PRODUCT INFORMATION

PHILLIPS-SAFETY.COMPRODUCT INFORMATION

23.5%



SIZE: 69’’ H x 26 3/8’’ SIDE ARMS, 28’’ BASE

WEIGHT CAPACITY:  220 lb

LEAD APRON CAPACITY: 8 APRONS AND 

3 SETS OF GLOVES

   ope1 7/8�  

SIZE: 21 5/8’’ W x 9 3/4’’ H, HOOK 2’’

WEIGHT CAPACITY:  50 lb

WARRANTY: 1 YEAR WARRANTY AGAINST 

MANUFACTURING DEFECTS

   ope1 7/8�  

SIZE: From 12’’ x 12’’ up to 42’’ x 72’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

SIZE: 10’’ x 12’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

SIZE: 12’’ x 12’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

SIZE: 12’’ x 18’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

SIZE: 12’’ x 24’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

SIZE: 24’’ x 24’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

SIZE: 24’’ x 30’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

SIZE: 24’’ x 36’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

SIZE: 30’’ x 48’’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

SIZE: 30’’ x 60’ 

GLASS THICKNESS: 8mm (+/- 1mm)

LEAD EQUIVALENCY: 2.0mm PbEq. 

   ope1 7/8�  

SIZE: 14’’ x 10”

MATERIAL: PLASTIC, MAGNETIC 

   ope1 7/8�  

SIZE: 14’’ x 10”

MATERIAL: PLASTIC, MAGNETIC 

COLOR: YELLOW/BLACK

   ope1 7/8�  

SIZE: 14’’ x 10”

MATERIAL: PLASTIC, MAGNETIC 

   ope1 7/8�  

SIZE: 14’’ x 7”

MATERIAL: PLASTIC, MAGNETIC

COLOR: YELLOW/BLACK 

   ope1 7/8�  

SIZE: 4’’ x 10”

MATERIAL: PLASTIC, MAGNETIC

 

   ope1 7/8�  

SIZE: 4’’ x 10”

MATERIAL: PLASTIC, MAGNETIC

 

   ope1 7/8�  

QUANTITY: 10 FACE MASKS PER PACKAGE

SAFETY STANDARDS: MEETS KN95, FDA/CDC 

APPROVED 

 q

 

   

QUANTITY: 10 FACE MASKS PER PACKAGE

SAFETY STANDARDS: MEETS KN95, FDA/CDC 

APPROVED 

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: MAGNETIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: 10” H X 14” W

MATERIAL: PLASTIC

COLOR: WHITE/BLACK/RED

 q

 

   

SIZE: BRIDGE: 22MM, WIDHT: 143MM, 

TEMPLE: 142MM

WEIGHT: 74.5G

MATERIAL: PLASTIC

 q

 

   

SIZE: BRIDGE: 160MM, WIDHT: 150MM, 

TEMPLE: 130MM

WEIGHT: 83.9G

MATERIAL: PLASTIC

 q

 

   

SIZE: 13’’ IN LENGHT

QUANTITY:  SET OF 4

MATERIAL: NYLON

 q

 

   

SIZE: 11’’ IN LENGHT

QUANTITY:  SET OF 4

MATERIAL: NYLON

 q

 

   

SIZE: 9.5’’ IN LENGHT

QUANTITY:  SET OF 4

MATERIAL: NYLON

 q

 

   

LENGTH: 36’’ IN

SIZE: EXTRA LARGE

MATERIAL: NYLON

 q

 

   

SIZE: REGULAR

LENGHT: 33” IN

MATERIAL: NYLON

 q

 

   

SIZE: SMALL

LENGHT: 30” IN

MATERIAL: NYLON

 q

 

   

SIZE: EXTRA LARGE

MATERIAL: NYLON

WEIGHT: 12 LBS

COLOR: WHITE/BLUE/BLACK

 q

 

   

SIZE: LARGE

MATERIAL: NYLON

WEIGHT: 6 LBS BOARD

COLOR: WHITE/BLUE/BLACK

 q

 

   

SIZE: REGULAR

MATERIAL: NYLON

WEIGHT: 4 LBS BOARD

COLOR: WHITE/BLUE/BLACK

 q

 

   

SIZE: SMALL

MATERIAL: NYLON

WEIGHT: 3 LBS BOARD

COLOR: WHITE/BLUE/BLACK

 q

 

   

SIZE: EXTRA LARGE

MATERIAL: NYLON/VELCRO

COLOR: BLACK/BLUE

 q

 

   

SIZE:  LARGE

MATERIAL: NYLON/VELCRO

COLOR: BLACK/BLUE

 q

 

   

SIZE:  REGULAR

MATERIAL: NYLON/VELCRO

COLOR: BLACK/BLUE

 q

 

   

SIZE: SUITABLE FOR REGULAR, LARGE AND 

EXTRA LARGE BOARDS

COLOR: BLUE

QUANTITY: SET OF 2

 q

 

   

SIZE: SUITABLE FOR REGULAR, LARGE AND 

EXTRA LARGE BOARDS

COLOR: BLUE

QUANTITY: SET OF 2

 q

 

   

SIZE: SMALL 10” L x 6” H x 10-1/4” D, MEDIUM

15-3/4” L x 8” H x 10-1/4” D, LARGE 15-3/4” L 

x 10-1/2” H x 10-1/4”

COLOR: CLEAR

 q

 

   

SIZE: 20”W

MATERIAL: VINYL/VELCRO

STRAP LENGHT: 60”, 72”, 84”, 96”, 120”

COLOR: BLACK/BLUE

 q

 

   

SIZE: 2”W

MATERIAL: RUBBER

STRAP LENGHT: 96”, 108”, and 120”

COLOR: BLACK

 q

 

   

SIZE: 2”W

MATERIAL: RUBBER

STRAP LENGHT: 96”, 108”, and 120”

COLOR: BLACK

 q

 

   

SIZE: 2”W

MATERIAL: RUBBER

STRAP LENGHT: 96”, 108”, and 120”

COLOR: BLACK

 q

 

   

SIZE: 2”W

MATERIAL: RUBBER

STRAP LENGHT: 96”, 108”, 120“ and 132”

COLOR: BLACK

 q

 

   

SIZE: 18” W x 72“ H x 3/16” THICK AND 22" W x 

72" H x 3/16" THICK

WEIGHT: 9 Lbs

WEIGHT CAPACITY: 250 Lbs 

 q

 

   

SIZE: 38” W x 72” L x 3/16” THICK

WEIGHT: 16 Lbs

WEIGHT CAPACITY: 600 Lbs

MATERIAL: PLASTIC

COLOR: CHARCOAL 

 q

 

   

SIZE: 18” L x 2.5“ H x 1” D

WEIGHT: 2 Lbs

MATERIAL: METAL 

 q

 

   

SIZE: 22” W x 72” H x 3/16” THICK

WEIGHT: 9 Lbs

WEIGHT CAPACITY: 250 Lbs

MATERIAL: POLYETHYLENE 

 q

 

   

SIZE: 31” L x 23” W (TAPERS TO 16” W) x ⅛” THICK

WEIGHT: 4 Lbs

WEIGHT CAPACITY: 250 Lbs

MATERIAL: POLYETHYLENE 

 

 

   

SIZE: 38” W x 72” L x 3/16” THICK

WEIGHT: 16 Lbs

WEIGHT CAPACITY: 600 Lbs

MATERIAL: PLASTIC 

 

 

   

SIZE: 72” L x 32” W x 1/4” THICK, WITH HANDLE 

CUT OUT DIMENSIONS OF of 4.5” W x 1.5” D

WEIGHT: 26 Lbs

MATERIAL: POLYETHYLENE

 

 

   

SIZE: 8” W x 72” H x 3/16” THICK, AND 22" W x 

72" H x 3/16" THICK

WEIGHT: 9 Lbs

WEIGHT CAPACITY: 250 Lbs

MATERIAL: POLYETHYLENE

 

 

   

SIZE: 23” L x 12.5” W x ¼” THICK, 30” L x 

12.5” W x ¼” THICK

WEIGHT: 2 Lbs, 3 Lbs

WEIGHT CAPACITY: 300 Lbs

MATERIAL: PLASTIC

 

 

   

SIZE: 28” L x 10.5” W (CENTER) x 12” W (END)

WEIGHT: 2.6 Lbs

WEIGHT CAPACITY: 250 Lbs

MATERIAL: POLYETHYLENE

 

 

   

DIMENSIONS: 21.5” W x 24” L

LEAD PROTECTION: 0.5mm Pb Eq

MATERIAL: Polyurethane coated fabric

 q

 

   

Should you need any further information, 
please do not hesitate to contact us.

123 Lincoln Blvd, Middlesex, NJ 08846, USA 

+1 (866) 575 1307

service@phillips-safety.com

www.phillips-safety.com

PHILLIPS-SAFETY.COM

CONTACT

PHILLIPS SAFETY
PRODUCTS INC.

PRODUCT INFORMATION
SODIUM FLARE POLY LAMPWORKING BENCH MOUNT SHIELD


