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SPECIFICATIONS 

The CT Coated Headrest provides support and stabilization for the head during CT imaging procedures. 
Measuring 12.5″ L × 11″ W × 10″ H, its angled design features a contoured recess to help support the head during 
positioning.

For added durability, a medical-grade, fluid-resistant coating covers the foam positioner. The coating is easy to 
clean with medical-grade disinfectant wipes or sprays. It also helps protect the foam interior during repeated 
clinical use. In addition, the headrest is radiolucent, with low attenuation and minimal shadowing during imaging.

This headrest uses a standard non-flared design. As a result, it is not guaranteed to be artifact-free, and the 
coated edges may produce visible artifacts during imaging.

Finally, the CT Coated Headrest is MRI Safe and latex-free. This makes it suitable for use across a variety of 
medical imaging environments.

SHIPPING WEIGHT: 48 oz

SHIPPING DIMENSIONS: 26 × 14 × 11 in

PRODUCT DIMENSIONS: 12.5" L × 11" W × 10" H

MATERIAL: Coated Foam

POSITIONER TYPE: Neck & Head Positioners

FEATURES: MRI Safe, Latex-Free, Radiolucent,
Low Attenuation, Easy to Clean
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Should you need any further information, 
please do not hesitate to contact us.

123 Lincoln Blvd, Middlesex, NJ 08846, USA 

+1 866 575 1307

service@phillips-safety.com

www.phillips-safety.com
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